Distributor of E-Switch: Excellent Integrated System Limited
Datasheet of 300DP6J1REDM6QE - SWITCH ROCKER SP3T 5A 120V
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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

E-Switch
300DP6J1REDM6QE

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/E-Switch.html
http://www.integrated-circuit.com/manufacturers/E-Switch.html
http://www.integrated-circuit.com/tag/300DP6J1REDM6QE.html
http://www.integrated-circuit.com/tag/300DP6J1REDM6QE.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

Distributor of E-Switch: Excellent Integrated System Limited
Datasheet of 300DP6J1REDM6QE - SWITCH ROCKER SP3T 5A 120V

ip= ‘- .H‘
__"--—.-—j W|

Junmnnng

e

COl

C

cctro

¥}

SHEET OF |

A
12.70 3.81
Ly —
h 470 | 1 O],
5.08 [.185] ‘ |
[.z00] [TAQO __ : B == B Am_w.wo
.ﬁ\ [.185] : 7 1 \ﬁ [.500]
1.85 » _ I 5.08 [q25] L DD Y,
7 7 [.073] [.200] _ ]
1.22
RECOMMENDED P.C.B. LAYOUT [.048] 7‘
2 Com 5 Com mMM%”_
c\m ® |0Nm ° 13.49 BOTTOM VIEW
reJo4 6 PLS.
ey 927 o
_CIRCUIT:  2PDT os. 3 0s. 1 [ 3565]
8.23 |-
SWITCH FUNCTION _H.uw#”_ _
pos. 1 | Pos 2| Pos 3 I —_—
“ M M - Ww SWITCH SUPPORT
12.37 /-
ON aN ON [.310] 0.41 [L016]
2-3,5-6 | 2-3,5-4 | 2-1,5-4 f 3.50 L
7 [.138]
NOTES: — = »
1. ALL DIMENSIONS IN MM [INCH] /=
2. GENERAL TOLERANCE: X.X=40.4 12.70
X.XX==%0.25 [ m.oB
3. TERM. NOS. FOR REF. ONLY :
4. RATING: 5A @120VAC OR 28VDC ‘
JA @250VAC
5. MATERIAL: FIXED TERMINAL & MOVING CONTACT 3 2 1 « EPOXY SEAL
Copper Alloy w/Silver Plate
6. CONTACT RESISTANCE: 10mlILLl Ohms max initial 6 5 O« — |
@2—4VDC, 100mA for AG & Al 0.76 __ 7 7 127 Iq I_
7. ELECTRICAL LIFE: 50,000 make—and—break A . _ _
cycles at full load. [.030] | | 470 [.050] 3.81 ‘ BOTTOM VIEW
8. INSULATION RESISTANCE: 1,000M ohm min. [.185] [.150]
9. DIELECTRIC STRENGTH: 1000V RMS @sea level
10. OPERATING TEMP.: =30°C to 85°C m.%glg@
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