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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

E-Switch
300SP1RIWHTMI1RE

For any questions, you can email us directly:

sales@integrated-circuit.com
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RECOMMEND PANEL MOUNTING - WHITE ACTUATOR 927
2 Cormm, = 36517
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CIRCUIT:_SPDT 3.51
CONTACT CONFIGURATION r [.1381
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SWITCH FUNCTION
_\5/ 024
POS. 1 POS. 2 POS. 3 - [ \|J Y - r[ ] | | !
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NOTES: VAV
1. ALL DIMENSIONS IN MM \I]/ ﬁ
2. GENERAL TOLERANCE: X.X=+0.4 ! 2 3 51\S) N
X.XX=40.25 3.96 ] ~__
3. TERM. NOS. FOR REF. ONLY c Seal y 470 [.156] Typ. 1,98x1.19
4. RATING: 0.4VA MAX. @20V MAX. AC OR DC poxy >ea } [185] T
5. MATERIAL: FIXED TERMINAL & MOVING CONTACT : YP- 2.03x0.76 Thk._Typ.
Copper Alloy w/GOLD PLATE OVER NICKLE PLATE - 1270 _ _| [.080x.030]
6. CONTACT RESISTANCE: 10mlILLI Ohms max initial [-500] 6.86
@2-4VDC, 100mA for AG & AU [.270]
7. ELECTRICAL LIFE: 50,000 make—and—break
cycles at full load.
8. INSULATION RESISTANCE: 1,000M ohm min.
9. DIELECTRIC STRENGTH: 1000V RMS @sea level
10. OPERATING TEMP.: —30°C to 85°C E &.W/’.m@)
TITLE
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