Distributor of Bourns Inc.: Excellent Integrated System Limited
Datasheet of 5900-3R9 - FIXED IND 3.9UH 4A 7 MOHM TH
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com
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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Bourns Inc.
5900-3R9

For any questions, you can email us directly:

sales@integrated-circuit.com
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High Current RF Chokes

Distributor of Bourns Inc.: Excellent Integrated System Limited
Datasheet of 5900-3R9 - FIXED IND 3.9UH 4A 7 MOHM TH
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

Special Features 5000 Series
* High current capacity
Part | rated**
Low DCR Number (A)
* Ferrite bobbin core 5900-3R9 39 }
* VW-1 rated shrink tubing to cover winding gggggﬁg g; gg?? 122 jg
* Dash No. marking for identification 5900-6R8 6.8 0.011 1.6 40
. . 5900-8R2 8.2 0.013 9.89 40
* Dielectric strength 2500VRMS 5900-100 10 0017 870 20
* Operating temperature -55 to +105°C 5388123 12 gg;g 8;1 jg
5900-15 5 . 7. .
+ Test frequency 1KHz 5900-180 18 0.023 6.64 40
5900-220 22 0.026 6.07 40
5900-270 27 0.027 5.36 40
Notes 5900-330 33 0.032 482 4.0
* Saturation current to cause 10% maximum ggggj‘;g 23 gggg ‘3‘32 jg
inductance drop 5900-560 56 0.037 3.66 3.2
** Rated current to cause 35°C max. 5900-680 68 0.047 3.31 25
temperature rise 5900-820 82 0.060 3.10 2.0
P 5900-101 100 0.090 279 16
5900-121 120 0.113 2,54 16
5900-151 150 0.129 2.22 16
5900-181 180 0.150 1.98 16
5900-221 220 0.162 1.89 16
5900-271 270 0.208 1.63 16
5900-331 330 0.212 1.51 16
5900-391 390 0.281 1.39 16
5900-471 470 0.380 1.24 1.2
5900-561 560 0.420 117 10
5900-681 680 0.548 1.05 10
5900-821 820 0.655 0.97 0.8
5900-102 1000 0.844 0.87 0.8
5900-122 1200 1.04 0.79 0.6
5900-152 1500 1.18 0.70 0.6
1.0 0.90 — 5900-182 1800 1.56 0.64 0.6
Min. Max. 5900-222 2200 2.00 0.58 05
— 5900-272 2700 2.06 0.53 0.4
5900-332 3300 253 047 04
5900-392 3900 275 043 04
— — j 5900-472 4700 319 0.39 04
0.032 5900-562 5600 3.92 0.359 0.315
&gg? 5900-682 6300 569 0.322 0.250
Dimensions: Inches 5900-822 8200 6.32 0.293 0.250
5900-103 10,000 7.30 0.266 0.250
5900-123 12,000 9.21 0.241 0.200
5900-153 15,000 105 0.214 0.200
5900-183 18,000 148 0.198 0.158
5900-223 22,000 21.8 0.180 0.125
5900-273 27,000 22.7 0.162 0.125
5900-333 33,000 25.7 0.146 0.125
5900-393 39,000 318 0.135 0.100
5900-473 47,000 36.1 0.122 0.100
5900-563 56,000 40.9 0.112 0.100
5900-683 68,000 57.3 0.101 0.082
5900-823 82,000 79.3 0.090 0.065
5900-104 100,000 89.7 0.081 0.065

22.8

Also available as RoHS compliant.

M A G N E T I C S

306 E. Alondra Blvd. Gardena, CA 90247-1059 « Phone (310) 515-1720 « FAX (310) 515-1962
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