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Catalog
Wire Preparation Equipment 1307238
(Semiautcmatic Wire Stripaer, and Autoratic Cut énd Strip Maching) Revised 4-00

Specifications and Ordering Information

Machines
Parametar Semianiomatic Pneumatic Wire Siripper Semiaulomatic Electric Wire Stripper Automatic Cut and Strip Machine
Part Number 12143151 Part Number 1338083-1 Parl Number 1214316€-1
Wire Range 32-14 AWG [0.05-1.65 mmZ] 10-32 AWG [0.03-5.26 mm?| 32-10 AWG [0.05-6 mm?] Stranded;

Y Strandad or Solid Stranded or Solid 32-16 AWG [0.05-15 mm?] Solid
Insulation/Jacket 0D 13 13.2] Max 28 [7] max 24 [6.0] Max.
Flat Cable Width NA NA /35 19.0] Max.

Wirc Lengths NA NA *.77[45] - 3 280 ft [1 Q00 m] Standard M ode

.04-1.77 [1.0-45] Shert Mede {Requires Kit 1320039-1}

Strip Lengths

0675 [1.5-20]

1.77 [45] Leading End (max.);

05-1.001.5-25] 3.93 [100] Trailing End (max )

Insulatior Types*

PVC, Kynar®, Te‘zel€, etc,

PYC, Kynar®, Tefzel® elc. PYEC. Kynar, Tefral, efe.

3lada Types Universal V-Type (speciais availablz) Unversal V-Type ispecials avaiable) Universal \-Type (specials available)
Electrical NA 100-240 VAG, 47-53 Hz 120 VAC, 60 Hz, 160 VA
) 75-105 psi [5.17-7.24 bar],
Alr 01 #2[0.00028 mY/ Operation NA i
Dimansions 275 [7I]W x 10.4 [265] C x 5.32 [135] H 275 [70] Wx12.5[318) Dx 5.32[133]H 14.5 [370] W x 16.1 [410) D x 10.8[275]
Weight 4410 [2 kg) 5.7 b |26 <g] 45,6 b [23kg]
Insulatior Pull Gff 75 [19] max. 75 119] max, sarie as strip lengths

Accessories

(for Automatic Cut and
Strip Machine)

Replagement Parts

tyco

Elecironics

AmMP
®

Printed on recycled paper.

Floor-Standing Wire Prefeeder
Parl Number 12143171

2refeeder for use with the AMPOMATOR
GLS Iv+ Lead-Making Machine™", as
well as the Automatic Cut and Strip
Wachine. It can fegd wire from either
-gels or barrsls Three differant ranges of
feed rates can be easily selected to
match the speed of the equipment being
fed. Far larger reels. optional reel mourt-
ng shafts, a reel holder frame extension
«it, and a reel-raking svstem are avail-
able.

Specifications

Wire Insulation 0D — 35 [3] Max.

Real Width — 12 [305] Max. standard;
16 [409] Max. with 20 [510] shaft;

18 [455] Max. with 22 [560] shalt,
extension kit and braking system

Prefeeder Options

Reel Diameter — 20 [510] Max.
standard; 48 [1 220] Max. with extension
kit and braking syster

Reel Core Diameter — .75-2 5 |14-62]
Reel Weight 100 Ib [45 kg) Max.
Feed Rates — .13-4.7 ft/s |0.04-

1.44 m/s]; .20-5.5 tt/s [0.06-1.72 m/s]
A40-5.9 1/ 10.12-2.10 m/s)

Spead Rate  0-6.9 #tysec (0-2 misec)
Width — 24 [610] standard; 36 [915}
with frame extensicn

Depth — 21 [535]

Height — 46 [1 170] with guide arm
fully extended

Weight — 125 Ih [57 kg]

Electrical — 120 VAC, B0 Hz, 300 VA

Description Part Number
Reel Mounting Shaf:, 20 [510] 1214860-3
Reel Mounting Shaf:, 22 [560] 12143601
Frame Fxtanzion Kit 12149921
Reel Braxing System 12149801

Wire Stacker

Part Number 1214318-1
Air-operated, fully-automatic system for
neatly stacking wire lengtns un 1o 1€ ft
[3 m]. Each wi-e is collected from the
cut and strip machine in & slotted tube.
The tube then rotatss when signaled by
the cut and strip maching, and drops the
wire through the glat anto the tray.
Specifications

Wire Range — 22 AWG [0.3 mm?] Min.
typizal, deaencing an strzightness and
column streng:h

Wire Lengths — 13 ft [3 m] Max.
{Longer lengths a1 exlend over the end
of the tray}

Wire Collectlon Tube Height —
Adjustable from 24 to 42 [600 to * C60)
Width — 18.5 [470]

Depth — 120 [3 000]

Height — 46 [1 170]

Waight — 12C b [55 kg]

Air — 70-9C psl [4.83-5.21 bar],

1 sefm [0.0005 md/s]

Replagement Part Numbers

Description - -
for Semiautomatic Pneumatic  for Semiavtomatic Electric  for Autamatic Cul and Strip
Wire Stripper Wire Stripper Machine
Replacernent Stripping Blades® ™~
Standard Se: of 2 Blades 12147081 NA 1320024-1
Optional Set ol 2 Carbide Blades 1214010-1 NA 1320025-1
Brake 12127701 13382251 NA

* Wire evaluations are avallable upon request. Contact your AM? Sales Representative for more in‘ermation.
** May need tc reduce speed of CLS ¥+ depending on the lergth of the leads heing prodiced

T bpecial blades available, contact AMP

Tyee Eectrenics Corporetion, Hare skurg, PA 17105, Phone: 717-564-0100; TsC fex: 717-983-3318

1307238—5W—GATD—DSP—4-00—T13—0151
Mrinted in U.5.A.

For drawings ¢r tecanical data, eortact vour AMP gales engineer or call tve AMP Tachnical Suppart Center: 1-B0C-522-67h7
Dimensions are i1 inches avd millimeters unless ctherwise specitied. Yalues in brackets are metric aquavalente.
Specifizations subject to change. Consult AMP for latest specificetions
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