Distributor of TXC CORPORATION: Excellent Integrated System Limited
Datasheet of 8Y-24.000MAAJ-T - Crystal 24.0000MHz 30ppm 18pF 100 Ohm -20°C - 70°C
Surface Mount 4-SMD, No Lead (DFN, LCC)

"
punnam|
L

ectronic components

-

Contact us: sales@inteqgrated-circuit.com Website: www.integrated-circuit.com

Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

TXC CORPORATION
8Y-24.000MAAJ-T
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Sealing Crystals
2.0X1.6X0.5 mm 8Y Series

Quartz Crystals

Series

Features

- Extremely small SMD type crystal units.

- High precision and high frequency stability.

- Excellent heat resistance and environmental characteristics.
- Applications in PDA, DSC, DVC, PC, etc.

- RoHS Compliant / Pb Free.

Electrical Specifications

Item / Type 8Y
Frequency Range 16 ~ 54 MHz
Frequency Tolerance (at 25 °C) + 30 ppm, or specify
Frequency Stability Over Operating Temperature Range + 30 ppm, or specify
Operating Temperature Range -20 ~ + 70 °C, or specify
Shunt Capacitance (C0) 3 pF Max.
Drive Level 1~200 uW (50 pW typical)
Load Capacitance 8 pF, 12 pF, 18 pF, or specify
Aging (at 25°C) + 3 ppm / year Max.
Storage Temperature Range -40~+857C

Equivalent Series Resistance(ESR)
Fundamental
16 ~ 19.2 MHz | 200 Q Max.
19.2 ~ 30 MHz | 100 Q Max.
30 ~54 MHz | 80 Q Max.

a
K
©
w
E
=)
o
o
b=
2
£
=
b=
=
o
v
)
w
@
o
o
{J]
—
=1
9]
c
=
0
=
a
o
=
o
G
=
2
[0)
o
=
(]
e
=
[e)
2
ko]
=
)
o
w
=
-
=}
©
=
=
v
@
Q
(%]
=
b
@
=
9]
4

2.00 +0.10
4 | 3 3
e
o
+
o
©
GND
2 ! 2
Top View Top View Crystal Connection
8
H*—ﬂ J p=
+
0
Side View S
07 | 0.9 i0.5| 0.9 |
1 2 R | SN S
N N
I 7 I | o
:L,J/ (|
w0 | ™
o |
T i ="
I } : |
Uﬁ,,J L,,jL 1=}
4 3 ¥ ol VO Lo s
Bottom View Top View Suggested Layout

Units: mm
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