Distributor of Bel Fuse Inc.: Excellent Integrated System Limited
Datasheet of 940-SP-3088-OB - CONN MOD PLUG 8P8C UNSHIELDED
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"
punnam|
L

-

ectronic components

Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Bel Fuse Inc.
940-SP-3088-0OB

For any questions, you can email us directly:

sales@integrated-circuit.com
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DATE REV ECN APP'D. BY
2/1/06 A4 7460 M
PLUG BODY 5/2/12 | A5 | s SUN
/— 1/5/15 | A6 | 10166 TRM
40 [1.02) (885 [2248] ) 460 [1168]——
CONTACTS (8) 040 [1.02]— (322 [8.18]) g
}— 5
: NOTES:
= —_— 1= PLUG KIT CONSISTS OF :
z 3 & PRE-INSERTED PLUG HOUSING
g AL = 2- NATERALS ©
Py = S FRONT HOUSING PLASTIC :  CLEAR POLYCARBONATE, UL 94-VO
§ & ; | CONTACTS :  PHOSPHOR BRONZE, SELECTIVE GOLD PLATING
-*— e * 3~ CONTACTS TERMINATE STRANDED & SOLID CONDUCTORS UP
| f TO .037 [0.94] OUTSIDE DIAMETER OF INSULATION.
4~ FOR PRODUCT SPECIFICATION SEE PRO26-01
¥ 5- TOLERANCES CONPLY WITH F.C.C. DINENSION REQUIREMENTS.
; —| 234 [5.94] = /\ TERMINATED PLUG HEIGHT: 237 [6.02] .005 [0.13]
o
g &
B 124 [3.16]
.240 [6.10]
BAG OF 25 50 MICRO-INCHES [1.27um] 940-SP-3088-0B-B25
BULK 50 MICRO-INCHES [1.27um] 940-SP-3088-08B
CONTACT PLATING
PART NUMBER
PACKAGE N MATING AREA
THIRD ANGLE PROJECTION 11118 Susquehanna Trail South
STENV Gl ar it
g L2 Sonneon (117) 235-7512
abeigoup  http: //www.stewartconnector.com
% EIGHT CONDUCTOR/E\GHT POS\T\ON LINE CORD MODULE,
CHANGE WITHOUT NOTICE OPEN BACK CLEA
RoHS DIVENSIONS: INCHES [METRIC] THS DRAWNG AND THE SUBLECT WATTER SHOWN THEREON ARE ORN B ® 1_23-03
CONPDENTIAL AND THE PROPRETARY PROPERTY OF STEWART CONECTOR SAR
UNLESS OTHERMSE SPECIFIED | AND SHALL NOT BE REPRODUCED, COPED, OR USED IN ANY MANNER WTHOUT
g TOLERANCES ARE +.005 [0.13] PRIOR WRITTEN CONSENT OF sv:um CONNECTOR.  THIS PRODUCT APPD BY:
o ANGLES ARE £ 1 MAY BE PROTECTED BY ONE OR NORE OF THE FOLLOWNG US PATENTS: RGC 2-7-03
N SHEET NO. i u:gse; ;ﬁ;’; oo DWG NO. REV.
g 10F 1 OTHER PATENTS UAY BE PENDNG. - CT300091 " A6
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