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SEE NOTE 4 10112684 - X XX=YY [ LF
L INDICATES THAT PRODUCT IS RoHS
i i i i i COMPATIBLE, SEE NOTE 3
PACKAGING
) A = Tape and reel with Pick-up cap.
[10.51 REF (2) See GS-14-1516 As available
" 140.75 U = Tube without Pick-up cap.
0 n n n A T Only for confacts qgfy from & fo 25.
See GS-14-1551
[Eal Blank = BLi box for contacts gfy 2 and 3
S See nofe 5
ﬁ L CONTACTS QTY : 02 fo 25 = N
) o e PR EX
4 e e vose TeSerl 321200 4.0 7.0
<:>' = = = = =
g H H H H H L PLATING : G= 0.76 Gold/GXT on mating area
. 2-6p Pure Tin on solder area
o = = = = = F=  Gold flash on mating area
_ 2-6u pure Tin on solder area
! N x 200 ! T= 2-64 pure Tin on mafing area
2-6p pure Tin  on solder area
N x 2.00 MAX AL with 1.27 Ni underplating
(7)
NOTES = %
1- MATERIALS : ~
BODY : High Temp thermoplastic 30% GF, COLOR BLACK UL94 V-0 - 2 40.08 NON ACC -
PIN . COPPER ALLOY googud
2- TN MIN PIN RETENTION IN EITHER DIRECTION VIEW WITH L D D D D D D |
3- RoHS COMPATIBLE PRODUCT SPECIFICATION PICK-UP CAP il
a- PLATING : LF means the product is Lead Free, SCALE 4:1

2 p MIN matte Tin over 1.27p Nickel underplating.

S
- M
= b- MANUFACTURING PRODUCT SPECIFICATION : g 140.13
- Housing will withstand exposure fo 260 °C peak H
= temperature for 30 secondes in a convection infra-red o~ RECOMMENDED PAD LAYQOUT
S or vapor phase oven.
c- LABELLING : spec ref GS-12-652 dr projection size scale
D Meets packaging specs as per GS-14-920 Tolerance sid ng |somem pr— mm A3 8|
d- LEGAL STATMENT : See G5-47-0004 150 406 | oTOLERANCES UNLESS 1751 P ®© o TS
IS0 1101 appr 2015009007 product family rel level Released
L- ONE TIP OF BODY MIGHT BE W ITHOUT INDENTS AS PER X $0 30 . |. o Tov
EXTREMITY OF MOLDED BADY. A L e FCJ < UNSHROUDED HEADER SMT c 10112684
= - g
5- MINIMUM QUANTITY IN BLI BOX : 500 O.Mx | £0.05 SIMPLE ROW i E
1SO 1302 |anqular 0° +/ www.fci.com| cat. no ‘ Product - Customer Drw ‘shect I of |

| ? ‘ 3 PDS: Rev :E ‘ STATUS:Releaded Printed: Sep 08, 2015


http://www.tcpdf.org
http://www.tcpdf.org

