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LENGTH WIDTH
PART NO. CIRCUITS +01125] +.004 [10] ores
12212212&;2 22 42;)(;)[5500121 z:z g;} 1. SUBSTRATE AND COVERLAY MATERIAL IS .001 [25uM] POLYIMIDE.
2. CONDUCTOR IS 1/2 OZ (.0007) [18uM] COPPER.
150150623 2 6.00[152.4] -283(7.2] 3. PLATING IS 2 MICRO INCHES MINIMUM OF HARD GOLD OVER 100 MICRO INCHES MINIMUM OF NICKEL.
150150823 23 8.00[203.2] .283[7.2] 4. TAIL ENDS ARE .008 [.20] THICK.
150151023 23 10.00 [254.0] 283[7.2) 5. JUMPER CABLES ARE SUITABLE FOR USE WITH MOLEX 502598 SERIES CONNECTOR.
150150225 25 2.00 (50.8] 307 [7.8]
150150425 25 4.00[101.6] 307 [7.8]
150150625 25 6.00 [152.4] 307 (7.8] LENGTH
150150825 25 8.00[203.2] 307 (7.8]
150151025 25 10.00 [254.0] 307 [7.8] -118+.02 [3.00+0.50]
150150227 27 2.00 (50.8] 331(8.4] Eé’_’r(H)SEE\‘DD(S:'RCU'TS
150150427 27 4.00[101.6] 331 (8.4] (NOTE 4)
150150627 27 6.00 [152.4] 331 (8.4]
150150827 27 8.00 [203.2] 331(8.4] 0118
150151027 27 10.00 [254.0] 331(8.4] 1.30] ?;;;3 $
150150229 29 2.00 [50.8] 354 [9.0] .
150150429 29 4.00[101.6] 354 [9.0] } L
150150629 29 6.00 [152.4] 354 [9.0] 7 T
150150829 29 8.00 [203.2] 354 (9.0]
150151029 29 10.00 [254.0] 354 [9.0]
150150233 33 2.00 (50.8] 403[102]
150150433 33 4.00[101.6] 403[10.2]
150150633 33 6.00 [152.4] 403[10.2]
150150833 33 8.00 [203.2] 1403 [10.2] ‘0)(1 1(?\&??] 'O; 13\‘[_'13)0] FRONT
150151033 33 10.00 [254.0] 403[10.2]
150150239 39 2.00 [50.8] 472[12.0]
150150439 39 4.00[101.6] 472[12.0] 157+.02 [4.00£0.50]
150150639 39 6.00 [152.4] 472[12.0] TAIL STIFFENER
150150839 39 8.00 [203.2] 472[12.0] BOTH ENDS
150151039 39 10.00 [254.0] 472[12.0] 3
150150245 45 2.00 (50.8] 543[13.8]
150150445 45 4,00 [101.6] 543 [13.8] R-Q?‘fP[RfO] f
150150645 45 6.00 [152.4] 543 [13.8] @
150150845 45 8.00[203.2] .543[13.8] N = NUMBER OF CONDUCTORS
150151045 45 10.00 [254.0] 543 [13.8]
150150251 51 2.00 [50.8] 614115.6] JUMPER END DETAIL
150150451 51 4.00 [101.6] 614115.6] 33 CIRCUIT SHOWN
150150651 51 6.00 [152.4] 614115.6]
150150851 51 8.00 [203.2] 614 115.6] REAR
150151051 51 10.00 [254.0] 614115.6]
Q QUALITY GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS
15015 _ :|:_ R % symBoL|  (UNLESS nfnl:ECIFllENDt): - BIVNCI—; /H\!IM] _NONE | METRIC © I FRERENRN
| NUMBER OF CIRCUITS o S8 5v=0 A PLACES| +. |RPYTER 2011/09/28 .3MM PITCH
LENGTH 5 2 & 3PLACES| #-— +.010 |CHECKEDBY  DATE JUMPER CABLES
L SERIES NUMBER 2 8 IR0 RRACEL e L e~
@ 2L ° ANGULAR 1° SFULTON 2011/11/15| Molex MOLEX INCORPORATED
g g z DRAFT WHERE MATERIAL NO. [DOCUMENT NO. SHEET NO.
PART NUMBER CONSTRUCTION [ Q % MAPPTI_lé:ABLE - SEE CHART SD-15015-001 10F1
B & WITHIN DIVENSIONS INCORPORATED AND SHOULD NOT B8 USED WITHOUT WRITTEN PERMISSION
13 12 1 10 9 8 ‘ 7 ‘ 6 5 ‘ 4 3 2 1




Distributor of Molex Connector Corporation: Excellent Integrated System Limited
Datasheet of 0150150423 - CABLE FLAT FLEX 23POS .30MM 4"

" CorPtacws: sples@intqgratqd—cirFuit.c,om Webs&'te: V\{WW.iptegrpted;tcircu‘it.com ‘ ) ‘ ;
S *j PART NO. CKTS LENGTH
] f i 1 g
} } ‘ q ,? A 15021-0224 24 2
| — S A 15021-0424 24 4"
F2 15021-0624 24 6"
15021-0824 24 8"
m Grounding 15021-1024 24 10"
area 15021-1224 24 12"
15021-2424 24 24"
1
J
o mini NOTES: JUMPER CABLES ARE SUITABLE FOR USE WITH MOLEX 502231 & 502244 SERIES CONNECTORS
mini
DIMENSIONS
ITEMS REP. NOMINAL
COMPOSITION: Number of conductors 24(=28-4)
Item COMPONENTS UNITS SPECIFICATIONS Pitch P 0.50 + 0.05
\l\//lvaée':ial - (C)Bgléi plated contTcts (0.3um Ni/0.05um Au min) 5 4 Span E 11.50 = 0.05
1 idtl mm .23 mm nominal : 1250 £ 0.07
Conductor Thickness mm__ 0.055 mm nominal ‘\;V\dﬂ‘w 4 Width \(/:V 1450 * 0.15
2 | insulation tape —_Material - Polyester+flame retardant adhesive insulation otal end Wi : :
P Thickness mm__|0.100 mm nominal Margin M 0.50 + 0.08
3 | Insulation tape Mgterlal - Polyester+flam§ retardant adhesive insulation Strip \e.ngth S1/S2 22 £ 05
Thickness mm__|0.100 mm nominal Grounding length G1/G2 6 £ 2
A Aluminum tape Mgterial - PoIyester/AIum_inium/Adhesive End thickness T 0.30 + 0.05
Thickness | mm [0.119 mmnominal ____ Reinforcement length F1/F2 70 £ 15
Insulation tape Material - Polyester + FR adhesive insulation Thi . A T
5 ulati P! Thickness o 10.043 mm nominal hickness grounding area 0.50 0.05
6.7 Reinforcement Material - Blue Polyester
'/ |Tape Thickness mm__|0.155 mm nominal DIMENSIONAL TOLERANCES | DIMENSIONAL TOLERANCES
45 mm TO 60 mm +2 mm 1.772 TO 2.400 0.079
CHARACTERISTICS 61 mmTO 100mm |+3mm  |2.401 TO 3.975 0.119
ITEMS VALUE TEST METHOD 101 mm TO 200 mm |+4 mm 3.946 TO 7.912 +0.157
Resistance of conductor at 20°C 1950 Ohm/km maxi - 201 mm TO 1500 mm |+5 mm 7.913 TO 59.055 +0.197
Irésuladtio? retsistange . 10 MOhm.m mini 200V DC 3 QUALITY GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS THIRD ANGLE
(Conductor to conductor) S| |symsoL|  (UNLESS SPECIFIED) INCH [MM] NONE | METRIC |© T pROJECTION
Dielectric test 1 minut 200V AC = = mm INCH |ORAWNBY  DATE TITLE
(Conductor to conductor) minute w EIE v=o ZPLACES| - +—  MDIGGIKA  2016/02/25 LVDS
Temperature rating ~40°C to 80°C L2896 % g g -0 3PLACES| # [ CHECKEDBY __ DATE CKTS 24
Voltage rating 30 V AC maxi I % § v_ 21 F;‘&%? f f erovEsE—oRTE T~
Flame resistance VW-1 UL758 x 22 ANGULAR 21° - - ’\@3‘ MOLEX INCORPORATED
Differential impedance 100Q+10Q - < g > DRAFT WHERE MATERIAL NO. DOCUMENT NO. SHEET NO,
Speed L:2"-10" 5-10 Gigabits/sec - E (6} é APPLICABLE SEE CHART SD-15021-024 10F 1
Speed L12"-24" 2.5 Gigabits/ = wol MUST REMAIN Sizs THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
P d -5 Gigabits/sec ~ A ] WITHIN DIMENSIONS INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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PART NO. CKTS LENGTH
]' ]’ - /: 15021-0233 33 2"
| I ,T ¥ 15021-0433 33 4"
F2 15021-0633 33 6"
15021-0833 33 8"
m 15021-1033 33 10"
15021-1233 33 12"
15021-2433 33 24"
J =
NOTES:JUMPER CABLES ARE SUITABLE FOR USE WITH MOLEX 502231 & 502244 SERIES CONNECTORS
DIMENSIONS
COMPOSITION
ITEMS REP. NOMINAL
Item COMPONENTS UNITS SPECIFICATIONS Number of conductors 33(=37-4)
\l}/lvac:e':ial - gglg plated contelzcts (0.3um Ni/0.05um Au min) Pitch P 050 +0.05
1 idti mm .23 mm nomina 16.00 + 0.05
Conductor Thickness mm_|0.055 mm nominal 3\2:31 5\, 17.00 £0.07
. Material - Polyester+flame retardant adhesive insulation — S
2 |Insulation tape Thickness mm_|0.100 mm nominal Total end Width c 19.00+0.15
\nsulation t Material — Polyester+flame retardant adhesive insulation Margin M 0.50 +0.08
3 |Insulation tape —rhickness | mm [0.100 mm nominal Strip length $1/82 2205
Aluminum tape | Material - Polyester/Aluminium/Adhesive Grounding length G1/G2 6+2
4+ Thickness | mm _|0.119 mm nominal End thickness T 0.30 £0.05
5 |Insulation tape Ma_terial - Polyester + FR_adhesive insulation Reinforcement length F1/F2 70+15
Thickness | mm_|0.043 mm nominal Thickness grounding area A 0.50 * 0.05
67 Reinforcement | Material - Blue Polyester
»/ | Tape Thickness | mm_|0.155 mm nominal
DIMENSIONAL TOLERANCES || DIMENSIONAL TOLERANCES
45 mm TO 60 mm +2 mm 1.772 TO 2.400 +0.079
CHARACTERISTICS 61mmTO100mm |3 mm ||2.401 7O 3.975 +0.119
ITEMS VALUE TEST METHOD 101 mm TO 200 mm |4 mm 3.976 TO 7.912 +0.157
Resistance of conductor at 20°C 1950 Ohm/km maxi - 201 mm TO 1500 mm|+5 mm 7.913 TO 59.055 +0.197
Insulation resistance . 5
. S| [QUALITY| GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS THIRD ANGLE
(Conductor to conductor) 10 MOhm.m mini 200vDC S| |Svnnt|  (UNLESS SPECIFIED) INCH [MM] NonE | METRIC | © T prROUECTION
Dielectric test 1 mi 200V A 22 mm DRAWNBY ~  DATE TITLE
(Conductor to conductor) minute 00 VAC w 58|z =0 [ZPLACES = MDIGGIKA  2016/02/25 LVDS
) S - 7] & E 3PLACES| +— CHECKEDBY  DATE CKTS 33
Temperature rating -40°C to 80°C UL2896 3 g |z Wﬂ) SPLAGES] £ .
Voltage rating 30 V AC maxi o = & TPLACE | £ T APPROVEDBY  DATE 7~
Flame resistance VW-1 UL758 © > ANGULAR £1° | Molek  MOLEX INCORPORATED
Differential impedance 100Q +10Q - < % > DRAFT WHERE MATERIAL NO. DOCUMENT NO. SHEET NO.
Length L:2"-10" 5-10 Gigabits/sec - = S g APPLICABLE SEE CHART SD-15021-033 10F 1

Length L:12"-24"

2-5 Gigabits/sec

Rev]

MUST REM
WITHIN DIMENSIONS

SIZE

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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13 Clectronic BBmp " CorPtacws. sples@mt%gratqd-cw}:wt.c,om Websgte. V\{WW.|g1tegrpted10|rcu‘|t.com ‘ ) ‘ .
G1 G2
PART NO. |CKTS| LENGTH
— ] )
; 7 Grounding 15022-0230 | 30 2
[ — \ L —) —L:% area 15022-0430 | 30 4"
i 7 | < 15022-0630 | 30 6"
15022-0830 | 30 8"
15022-1030 | 30 10"
R X ] 15022-1230 | 30 12"
D-x[ 15022-2430 | 30 24"
N
= =
n-301— 9
=
S L S2
CABLE ENDS COMPATIBLE WITH MOLEX 501786 & 501864 CONNECTORS.
4x9.2%0.3 ]
USE WITH PLUG JACKET AND COVER. DIMENSIONS:
ITEMS MARK [ NOMINAL  [MINIMUM [MAXIMUM
COMPOSITION: Number of conductors 30 30 30
Item COMPONENTS _|UNITS SPECIFICATIONS Eitch T L B
Material - Gold plated contacts (0.3um Ni/0.05pm Au min) Tgtal Widih Gable body m © 19‘5 - 02’ 19'3 19'7
| conductor ‘#‘.‘“I:‘ L g'ggsmn’fm”gm;‘iﬁ' | Punched total width mm]| W1 | 17.10 £ 0.04] 17.06 | 17.14
o 'tc ’.‘elss ot +ﬂ° a R adese rsuia Punched width mm][_W2 | 1565005 | 1545 | 1555
2 |Insulation tape T:T ek”a - 0%85 eriiame “I* ardant adhesive insuration Margin notched mm][_M_| 1.30£0.06 | 1.4 136
e T v roer P End thickness mm][ T [ 0.30£0.05 | 0.25 0.35
3 | Insulation tape 'rr? ek”a - Oﬂ%gsr:r; na’n‘:ienr? ardant adhesive insulation Thickness grounding area[mm]| A | 0.50 £ 0.05 | 0.45 0.55
Ickness | mm SoveSt /A|° na oS Reinforcement length mm]|F1,F2 | 7.7£1.5 6.2 9.2
4 | Aluminum tape | -Material | - olyester/Aluminium/Adhesive Strip length mm][51.52] 19205 74 24
Thickness | mm__|0.119 mm nominal Grounding length Tl G1.G2 62 7 g
5 | Insulation tape Material - Polyester + FR adhesive insulation . —
P€ Thickness | mm _|0.043 mm nominal
6.7 Reinforcement | Material - Blue Polyester
' [Tape Thickness | mm__|0.155 mm nominal DIMENSIONAL TOLERANCES || DIMENSIONAL TOLERANCES
45 mm TO 60 mm +2 mm 1.772 TO 2.400 +0.079
61mmTO 100 mm [+3mm  |[2.401 TO 3.975 +0.119
CHARACTERISTICS 101 mm TO 200 mm [t4mm |[3.976 TO 7.912 +0.157
201 mm TO 1500 mm |5 mm  ||7.913 TO 59.055 +0.197
ITEMS VALUE TEST METHOD
Resistance of conductor at 20°C 1950 Ohm/km maxi -
Insulation resistance -
(Conductor to conductor) 10 MOhm.m mini 200V DC =] [QUALITY] GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS o THIRD ANGLE
Dielectric test ; 200V AC S| |symoL|  (UNLESS SPECIFIED) INCH [MM] NONE | METRIC PROJECTION
minute o S mm INCH |DORAWNBY  DATE TITLE
(Conductor to colnductor) w 28|z vzo TPIACES 2 MDIGGIKA  2016/02/25 LVDS
Temperature rating -40°C to 80°C UL2896 2 © g 3PLACES| +— CHECKEDBY  DATE CKTS 30
Voltage rating 30 V AC maxi u S |z W:O 2 PLACES| #-—
Flame resistance VW1 UL758 £ 3 o 8 1PLACE ] e L PPROVEDRY PRE T Tlolex  MOLEX INCORPORATED
Differential impedance 100Q£100Q - 2 g z DRAFT WHERE WATERALNG DOCOVENTNG SHEETNG
Speed L: 2"-10" 5-10 Gigabits/sec - E oz APPLICABLE SEE CHART SD-15022-030 10F 1
Speed L 12"-24" £ Giaahi ~ = wol | MUST REMAIN SzE THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
pee 2:5 Cigabits/sec A Q WITHIN DIMENSIONS INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
13 12 1 10 9 ‘ 7 ‘ 6 5 ‘ 4 3 2
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Gl G2
—
i\ N m Grounding PART NO. CKTS LENGTH
= T 1 T ] )‘ area 15022-0250 50 2"
LL_\ = < 150220450 50 4"
15022-0650 50 6"
15022-0850 50 8"
1 15022-1050 50 10"
n°l—| 15022-1250 50 12"
Q_*: 15022-2450 50 24"
] g =
nesol— R
=
S S2
L DIMENSIONS:
41x9.2+0.3 CABLE ENDS COMPATIBLE WITH MOLEX 501786 & 501864 CONNECTORS. ITEMS MARK] NOMINAL |MINIMUMIMAXIMUM
USE WITH PLUG JACKET AND COVER. Number of conductors 50 50 50
Pitch mm P 0.50 £0.05 | 045 0.55
Span mm E |24.50 +0.06| 24.44 24.56
Total width cable body mm C 29502 29.3 29.7
COMPOSITION: Punched total width mm W1 | 27.10 £ 0.04] 27.06 27.14
Punched width mm W2 1 255+0.05 | 2545 25.55
Item COMPONENTS UNITS SPECIFICATIONS Margin notched mm]| M |1.30+0.06 | 1.24 1.36
Material - Gold plated contacts (0.3um Ni/0.05ym Au min)| End thickness mm]| T ]0.30+0.03 | 0.27 0.33
1 | conduct Width mm__|0.23 mm nominal Thickness grounding area [mm]| A [0.50 + 0.05 | 0.45 0.55
onductor Thickness mm__0.055 mm nominal Reinforcement length mm] [F1,F2]7.7+15 6.2 9.2
2 | Insulation tape |_Material - Polyester+flame retardant adhesive insulation Strip length mm] [$1,52| 1.9+ 0.5 14 24
P Thickness mm__|0.100 mm nominal Grounding length mm][G1,G2] 6+2 4 8
3 | Insulation tape Material - Polyester+flame retardant adhesive insulation
P Thickness mm__ |0.100 mm nominal
4 Aluminum tape Material - Polyester/Aluminium/Adhesive
Thickness mm__|[0.119 mm nominal DIMENSIONAL TOLERANCES | DIMENSIONAL TOLERANCES
5 | Insulation tape #"}itciffe'ss _ ggzgfgﬂgiiigres"’e insulatien 45mmTO60mm  [+2mm  [1.772 TO 2.400 +0.079
6.7 Reinforcement Material - Blue Polyester 61 mmTO100mm__ |+3 mm 240170 3.975 0.119
"' | Tape Thickness mm__|0.155 mm nominal 101 mm TO 200 mm  |+4 mm 3.976 TO 7.912 +0.157
201 mm TO 1500 mm |[£5 mm 7.913 TO 59.055 +0.197
CHARACTERISTICS
ITEMS VALUE TEST METHOD
Resistance of_ctonductor at 20°C 1950 Ohm/km maxi -
nsulation resistance 3
- ST [QUALITY] GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS THIRD ANGLE
(Conductor to conductor) 10 MOhm.m mini 200vpe S| |symoL| (UNLESS SPECIFIED) INCH [MM] NoNE | MeTRIC |© EJPROJECTION
Dielectric test K Ey mm INCH |ORAWNBY  DATE TITLE
(Conductor to conductor) 1 minute 200 V AC w 583 v=0 4 PLACES| #-- MDIGGIKA  2016/02/25 LVDS
) 5 — 7] P E 3 PLACES| #— CHECKED BY DATE CKTS 50
Temperature rating -40°C to 80°C UL2896 3 g |z Wﬂ) SPLAGES] £
Voltage rating 30 V AC maxi o % 2 1PLACE | 2— APPROVEDBY _ DATE )
Flame resistance VW-1 UL758 © >gl® ANGULAR £1° .| Molex  MOLEX INCORPORATED
Differential impedance 100Q+10Q - < % § DRAFT WHERE MATERIAL NO. DOCUMENT NO. SHEET NO
Speed L: 2™-10" 5-10 Gigabits/sec - E OF APPLICABLE SEE CHART SD-15022-050 10F 1
Speed L: 12"-24" 2-5 Gigabit: - = t MUST REMAIN Size THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
P 5 Gigabits/sec A Q WITHIN DIMENSIONS INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
13 12 1 10 9 8 ‘ ‘ 6 5 ‘ 4 3 2 ‘ 1
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G2
—
1§ Grounding
_~ = \} Y s ‘ ) m oo PARTNO. | CKTS | LENGTH
= —] I : 15022-0280 80 2"
,#.\ F2 < 15022-0480 | 80 4"
15022-0680 80 6"
15022-0880 80 8"
"ol X T 15022-1080 80 10"
15022-1280 80 12"
15022-2480 80 24"
o=
t =
ngo—| ||
JZAN
=
S L S2
T 0E0 3 CABLE ENDS COMPATIBLE WITH MOLEX 501786 & 501864 CONNECTORS.
R USE WITH PLUG JACKET AND COVER. DIMENSIONS:
COMPOSITION: S— IfTEMdS t MARK | NOMINAL | MINIMUM|MAXIMUM
Item COMPONENTS _ [UNITS SPECIFICATIONS p.l:; SO CONEOR [mm] P 0.50 +8(()) 05 08‘?5 0825
Material - Gold plated contacts (0.3um Ni/0.05um Au min) — . -
1| contuster Wi 1023 Tam rominal Span _ [mm] | E [3950£006| 3944 | 39.56
Thickness| mm_|0.055 mm nominal Total width cable body  [mm] C [445£02 44.3 44.7
5 | Insulation tape Material - Polyester+flame retardant adhesive insulation Punched total width [mm] W1 | 4210 £0.04| 42.06 4214
P Thickness| mm_{0.100 mm nominal Punched width [mm] W2 | 40.5 £0.05 40.45 40.55
3 |Insulation tape _l:_/l;tirial - gﬁlz}/gsteﬁﬂamg thardant adhesive insulation Margin notched [mm] M 1.30 £ 0.06 1.24 1.36
yN T ICkness| mm ol Tm/,zfml'n? e End thickness mm] | T [030£003 | 027 0.33
4 |Aluminumtape Material | - olyester/Aluminium/Adhesive Thickness grounding area[mm] | A | 0.50 £0.05 | 0.45 0.55
Thickness| mm | 0.119 mm nominal -
Insulation t Material - Polyester + FR adhesive insulation Re?nforcement length [mm] |F1,F2|7.7£1.5 6.2 9.2
5 |Insulationtape i kness| mm [0.043 mm nominal Strip length [mm] [81,82] 1.9£0.5 1.4 24
67 1Reinfcorcement Material - Blue Polyester Grounding length [mm] |G1,G2 6+2 4 8
! ape i 0.155 inal
Thickness| mm Tn nomine DIMENSIONAL TOLERANCES || DIMENSIONAL TOLERANCES
45 mm TO 60 mm +2 mm 1.772 TO 2.400 +0.079
CHARACTERISTICS 61 mm TO 100 mm +3 mm 2.401TO 3.975 +0.119
ITEMS VALUE TEST METHOD 101 mmTO 200 mm [+4 mm  ||3.976 TO 7.912 +0.157
Resistance of conductor at 20°C 1950 Ohm/km maxi - 201 mm TO 1500 mm |+5 mm  [7.913 TO 59.055 +0.197
Insulation resistance -
(Conductor to conductor) 10 MOhm.m mini 200V DG ST [QUALTY] GENERAL TOLERANCES DIVENSION STYLE SCALE | DESGNUNTS THIRD ANGLE
Dislectric test S| symeoL (UNLESS SPECIFIED) INCH [MM] NONE MeTRIc |© PROJECTION
electric tes| 1 minute 200 V AC B § mm INCH DRAWN BY DATE TITLE
(Conductor to conductor) w SRz vzo 4 PLACES| #— MDIGGIKA  2016/02/25 LVDS
Temperature rating -40°C to 80°C L2896 2 g g 3PLACES| +— CHECKEDBY  DATE CKTS 80
Voltage rating 30 V AC maxi é % 2 Wﬂ) a%&%? e PROVES ST DRTE ——
Flame resistance VW-1 UL758 © >gl® ANGULAR £1° __.| Molex  MOLEX INCORPORATED
Differential impedance 100Q+10Q N < oz MATERIAL NO. DOCUMENT NO. SHEET NO.
L oL 1L £ ZE DRAFT WHERE SEE CHART SD-15022-080 1 0OF 1
Speed L: 2"-10 5-10 Gigabits/sec - z =] MUST REMAIN SIZET™ THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
Speed L: 12"-24" 2-5 Gigabits/sec = A [ WITHIN DIMENSIONS INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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Distributor of Molex Connector Corporation: Excellent Integrated System Limited
Datasheet of 0150150423 - CABLE FLAT FLEX 23POS .30MM 4"

" CorPtacLys: s?les@intqgratqd-cirFuit.c,om Websgte: V\{WW.iptegrpted;icircu‘it.com

. T | 224005 PARTNO. | CKTS |LENGTH
J R1.2 mag 15023-0241 41 2"
Grounding 15023-0441 | 41 4
area RQ.2 _mox
— - - 15023-0641 41 6"
Lal 8 15023-0841 41 8"
. =]
| n’’ €4 4 15023-1041 | 41 10
g 2
- T h 15023-1241 | 41 12"
o
— q 15023-2441 | 41 24"
T 7 {
w o et ~—|7 |
S
n’1 —
G
o 7\N1
= 2
=
n"41
E
CABLE ENDS COMPATIBLE WITH MOLEX 503908 CONNECTOR DIMENSIONS:
—1 COMPOSITION: ITEMS MARK |  NOMINAL | MINIMUM| MAXIMUM
Item COMPONENTS | UNITS SPECIFICATIONS N}meer of conductors 4 41 41
E Material = Gold_plated 8um Ni/0.12um Au min) 6 Pitch [mm]| P 0.50£0.05 | 045 0.55
1| conductor Width mm_ [0.30+0.02 mm 1 Span [mm]| E 20.00 +0.05 | 19.95 20.05
Thickness | mm_ |0.050 mm_nominal Total width fmm]| w1 [ 24.00+0.04 | 23.96 24.04
—| 2 |insulation tape ;":*ci'r::'ss = Polyestartfama felordant adheske / ‘ Total width cable body[mm]| W2 | 25001 | 24.9 251
Material — P;IM°r+ﬂume adhesive T Margin notched [mm] M 2.00 + 0.08 1.92 2.08
b 3 |Insulation tape Thickness mm |0.086 mm nominal End thickness [mm]| T 0.33+0.03 0.30 0.36
. Aluminum tape| Material - Polyester/Aluminum /Adhesive Cable thickness [mm]| CT | 0.425+0.05 [ 0.375 0.475
;hitckf'elss mm g’:::«e o "0"2'":' — Strip length mm][s1,52 [ 4005 35 45
. aterial - olye r+flame retardont o e "
5 |Insulation tape Thickness 10,043 mm nominal Grounding length [mm] |G1,G2 | 6+2 4 8
6 |Insulation tape ;"r:’lz:‘:'ss — z°g:§°';'::"‘:°";?;2‘l’"‘ adhesive i DIMENSIONAL TOLERANCES | [ DIMENSIONAL TOLERANCES
c . 45mmTO60mm  |[+#2mm  |[1.772 TO 2.400 £0.079
CHARACTERISTICS 61mmTO100mm [+3mm ||2.401 TO 3.975 £0.119
ITEMS VALUE TEST METHOD 101 mm TO 200mm |+4 mm  |{3.976 TO 7.912 +0.157
Resistance of conductor | 1460 Q/km maxi |- 201mm TO 1500mm |+5 mm 7.913 TO 59.055 +0.197
.Condu.ctor to .conductor 10 MQ.m mini 200V DC T QUALITY GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS THIRD ANGLE
B | [insulation resistance S| |symgoL| (UNLESS SPECIFIED) INCH [MM] NonE | METRIC | © T prROUECTION
Dielectric test 1 minute 200V AC B = mm INCH |ORAWNBY  DATE TITLE
(conductor to conductor) w S 54 3 v=o 4 PLACES| #-- MDIGGIKA 2016/02/25 LVDS
____| [Temperature rating -40°C /+80°C | UL2896 2 e & 3 PLACES| #-— CHECKEDBY  DATE CKTS 41
Voltage rating 30 VAC maxi | UL2896 § IS % Wﬂ) 2PLACES| - i o
Flame resistance VW1 UL 758 ¢ 3g® 1RAck o L= T | fole  MOLEX INCORPORATED
A Differential impedance 100 £10 Ohms |- g % § DRAFT WHERE MATERIAL NO. DOCUMENT NO. SHEET NO.
Speed L: 2"-10" 5-10 Gigabits/sec] - E OF MAL'JDSP%II(Q:EAlakFN S SEE CHART SD-15023-041 10F1
Speed L: 12"-24" 2-5 Gigabits/ - = [_| 1ZE THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
pee GanTs/See A Q WITHIN DIMENSIONS INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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Distributor of Molex Connector Corporation: Excellent Integrated System Limited
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= T = .= Datasheet of 0150150423 - CABLE FLAT FLEX 23POS .30MM 4"
- s =m n 0w
1 Cobomic Jzn-'rl—fm 1 CorPtacLys. sples@mt%gratqd—cw}cun.gom Webs&te. V\{WW.|g1tegrPted—4(:|rcu‘|t.com ‘ ) ‘ ;
27+0.05
. 1 (1) - PART NO. |CKTS| LENGTH
J n'51 RO.2 _max. "
—— 15023-0251 | 51 2
15023-0451 | 51 4"
I RO.2 max. \/‘ 15023-0651 | 51 6"
15023-0851| 51 8"
o 8
! n © 9 g 15023-1051| 51 10"
<2
— £ ﬁ n 15023-1251| 51 12"
= ol ~
7 N q o 15023-2451| 51 24"
T ; ] [
H f -
o] A
— T . T4
n1
G
] 2
=
F n"51
_ CABLE ENDS COMPATIBLE WITH MOLEX 503908 CONNECTOR .
COMPOSITION: DIMENSIONS:
item COMPONENTS _[UNITS SPECIFICATIONS ITEMS MARK | NOMINAL | MINIMUMMAXIMUM
E Material - Gold plated contacts (0.8um Ni/0.12um Au min) B Number of conductors 51 51 51
1 Conductor Width mm_ |0.30+0.02 mm Pitch [mm] P 0.50 + 0.05 0.45 0.55
Thickness | mm_|0.050 mm nominal _ i Span [mm]| E | 25.00£005| 24.95 | 25.05
—| 2 [insulation tape '|M|3::i:'IIae|SS - g‘(’)'ggsr'ner:'ﬂzmﬁ];el'a’da”t adnesive insulation Total width mm]| WA | 29.00:0.04| 28.95 | 29.04
3 |Insulation tape |- Materal B Polyester+flame retardant adhesive insulation Total width cable body[mm] | W2 | 30.0£01 [ 299 301
P Thickness| mm _|0.086 mm nominal Margin notched [mm] M 2.00 +£0.08 1.92 2.08
D 4 |Aluminum tape Material - Polyester/Aluminum/Adhesive End thickness [mm]| T 0.33+0.03 | 0.30 0.36
uminum t&PeThickness| _mm [0.119 mm nominal _ Cable thickness [mm]| CT | 0425£0.05] 0.375 | 0475
5 |Insulation tap _l:_/l;tinal - E’%ngsteﬁflamg r?lardant adhesive insulation Strip length [mm] [S1,52 | 4005 35 45
— ickness} mm 17125 mm nomina — - Grounding length  [mm] |G1,G2| 6+2 4 B
: Material - Polyester+flame retardant adhesive insulation >
6 |Insulation tape Thickness| mm [0.043 mm nominal
- DIMENSIONAL TOLERANCES | DIMENSIONAL TOLERANCES
¢ | CHARACTERISTICS 45 mm TO 60 mm +2mm  [1.772 TO 2.400 +0.079
ITEMS VALUE TEST METHOD 61mmTO 100 mm [+3mm  [2.401TO 3.975 +0.119
— | Resistance of conductor | 1460 Q/km maxi - 101 mm TO 200 mm |+4 mm__ |3.976 TO 7.912 $0.157
Conductor to conductor . 201 mm TO 1500 mm |+5 mm 7.913 TO 59.055 +0.197
insulation resistance 10 MQ.m mini 200vDC &1 JauaLiTy] GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS @ G THIRD ANGLE
B | [Dielectric test S| |symBoL (UNLESS SPECIFIED) INCH [MM] NONE | METRIC PROJECTION
1 minute 200V AC 22 mm INCH |DORAWNBY  DATE TILE
(conductor to conductor) w SRz v:o 4 PLACES| +— MDIGGIKA  2016/02/25 LVDS
Temperature rating -40°C / +80°C UL2896 2 ¢ | 3 PLACES| #— CHECKEDBY  DATE CKTS 51
x /e
Voltage rating 30V AC maxi UL2896 4 2 |ERg/E0 2PLAGES| &~ e
Flame resistance VW -1 UL 758 Dj % =] ° ANGULARZT® - __| Molex  MOLEX INCORPORATED
i ial i - < oz = MATERIAL NO. DOCUMENT NO. SHEET NO.
| e e E iE PRAETINERE  ["'SEE oraRT SD-15023.051 | 1OF 1
TPV — = wo = MUST REMAIN sles THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
Speed L: 12"-14 2-5 Gigabits/sec - A o WITHIN DIMENSIONS INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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