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Datasheet of 1-794664-2 - CONN HEADER VERT 12POS TIN 4.2MM
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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

TE Connectivity AMP Connectors
1-794664-2

For any questions, you can email us directly:

sales@integrated-circuit.com
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Datasheet of 1-794664-2 - CONN HEADER VERT 12POS TIN 4.2MM

Distributor of TE Connectivity AMP Connectors: Excellent Integrated System Limited

8 7 5 1 ] 2
\ \ \ \ \ \
T T AT TR T T Ca FEVISTONG
T v e T i ] oM |53 b — S|
1 [ Fecesso ver wr oo EEN R
MATERIAL: HOUSING - NYLON, UL94V-2 (COLOR - NATURAL, COLOR OF PARTS MAY VARY).
CONTACTS - 0.25 THK COPPER AL
INTACT FINISH: 0.003 MIN THK TIN-LEAD OVER 0.00127 MIN THK NICKEL OVER ENTIRE CONTACT.
o 3. SOLDER TAIL MEETS AMP SOLDERABILITY SPECIFICATION 109-11-2
4, MATES WITH SIMILARLY PLATED AMP-DUAC™ POWER CONNECTOR RECEPTACLE HOUSINGS/SOCKET
CONTACTS
RIBS ON FOUR CORNERS OPTIONAL
5 /N AMP LOGO AND MATERIAL 10 MAY BE LOCATED ON EITHER LONG SIDE OF PART
/2\ SIZE, SHAPE OR STYLE OF THIS FEATURE MAY VARY
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