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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit
PV18-6R-C

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Panduit.html
http://www.integrated-circuit.com/manufacturers/Panduit.html
http://www.integrated-circuit.com/tag/PV18-6R-C.html
http://www.integrated-circuit.com/tag/PV18-6R-C.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

elee

1es
|l";;"l

== Distributor of Panduit: Excellent Integrated System Limited

Datasheet of PV18-6R-C - TERM RING VINYL INS #6 RED
= === Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.

PANDUI T STUD DIMENSIONS in.
PART NUMBER | SIZE A +.03 W +.010 c +.02 M +.03 H 1.010
. .84 .25 .22 .69 .12
PV1B-4R *4 i21.34)6.35)|(58.59) [(17.53)| (3.08) H DIA
. .80 .22 .22 .69 .15
PV18-6RN *6 |20.32)[(5.89)|5.50) [(17.53)| (3.81)
. .86 .25 .22 .70 .15
PviB-er *6 |i2i.84)16.35)[(5.501 [(17.78)[13.81) — TERMINAL
. .9l .31 .26 .78 17
PvV18-8R *8 |37 (7.87)| 8601 [(19.81)| (4.32)
_ .94 .31 .27 78 .20
Pvi8-10R *10 | >375g)(7.87)1 |6 861 [118.81)] (5.08)
PVIB- 4R 174" 1.11 .46 .37 .88 27 C RAD
128. 101 11.68)| (9,401 [122.35)| (6.861 A —
. w| 1.1l .46 .39 .88 .34 L — BRAZED SEAM
PVIB-56R  |5/16" |8, 1911 11.681|(9.911[122.35)| (8.64) M LR
. w| 1.19 | .53 .42 .96 .40
PVIB-38R [ 3/8" | 55 53/ 13.46)|10.67)/124.38)| 10. 16)
Notes:
1. Used for: FUNNELED
A. 600 max voltage rating ~N ENTRY
B. #22-16 AWG Solid or stranded copper wire
range, 221°F (105°C) max temp rating with
CT-500 and CT-550 installation tool — HOUS NG
C. #22-18 AWG Solid or stranded copper wire
range, 167°F (75°C) max temp rating with
CT-100 installation tool ,,,, +0.8 . 150 (3.81)
2. Wire strip length: 5/16 (7.9 -0) MAX. WIRE
3. Package Quantity (Suifix to basic part no.): INSUL. DIA.
A. Standard -C=100
B.Buk  -M=1000 @ @
4, Material:
A. Stamping: .032 (.81) thick tin plated copper LISTED CERTIFIED
B. Housing: Red vinyl e2a/H, LR31212
5. Dimensions in brackets are in millimeters A41268_06
06 [1/01|RM FILESPEC WAS N41268AA_PCD_05 E\ﬂ]@@[ﬁ CoRP. TINLEY PARK, ILLINOIS
5 |1-95|Ms UPDATED NOTES AND DIMENSIONS 02870 #22-18 BARREL FUNNELED VINYL INSULATED
RING TONGUE, .l!50 (3.81) MAX WIRE
4 |7-28|DW REDRAWN WITH REVISIONS JB INSULATION DIAMETER
DRAIN BY o0 SCALE DRARING ND.
ReEv | DATE |BY |CHK DESCRIPTION ECN ¢+ |cusT| PM DAW | | NONE A41268
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