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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

Comchip Technology
CDBD6100-G

For any questions, you can email us directly:

sales@integrated-circuit.com
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Chip Schottky Barrier Rectifier Comchip
CDBD620-G Thru. CDBD6100-G

Reverse Voltage: 20 to 100 Volts
Forward Current: 6.0 Amp
RoHS Device

Features DPAK

-Batch process design, excellent power dissipation offers
better reverse leakage current and thermal resistance.

X . 0.264(6.70)
-Low profile surface mounted application in order to 0.048(1.20) 525630 0.096(250)
optimize board space. 0.031(0.80) 0217(550) S0532.10) ] D
-Low power loss, high efficiency. L 0.201(5.10)
-High current capability, low forward voltage drop. [ | 2[4%
-High surge capability.
-Guardring for overvoltage protection. 0.244(6.20)
X o 0.228(5.80)
-Ultra high-speed switching.
-Silicon epitaxial planar chip, metal silicon junction. 0.024(0.60)
0.016(0.40)

T I—, T _’
-Lead-free parts meet environmental standards of 0.114(2.90) ﬁ A’E 0.039(1.00)
0.098(2.50) 03080 v

MIL-STD-19500 /228 0.031(0.80)
0.185(4.70)

0.169(4.30) 0.032(0.80,

0.016(0.40)

Mechanical data

-Case: TO-252/DPAK, molded plastic.

-Terminals: solderable per MIL-STD-750, Dimensions in inches and (millimeters)
method 2026.

-Polarity: Indicated by cathode band. 2=4

-Weunting Position: Any
-Weight:0.34 gram(approx.).

MaXi mum Rati ngs (At Ta=25°C, unless otherwise noted)

CDBD CDBD CDBD CDBD CDBD CDBD .
Parameter Symbol | 6306 | 640G | 650G | 660G | es0-c | e100-c | UNit

Repetitive peak reverse voltage VRRM 20 40 50 60 80 100 \
Continuous reverse voltage VR 20 40 50 60 80 100 V
RMS voltage VRrus 14 28 35 42 56 70 \%
Forward rectified current (See fig. 1) lo 6.0 A
foimum forward voltage Ve 0.55 0.75 0.85 V
IF=6.0A

Forward surge current, 8.3ms single
half sine-wave superimposed on rated IFsm 75 A
load (JEDEC method)

Vr=VrrM Ta=25°C Ir 0.5 mA
Reverse current

Vr=VrrM TA=100°C Ir 20 mA

Junction to ambient Resa 80 °C/W
Thermal resistance

Junction to case Resc 3.0 °C/W
Operating temperature Ty -55 to +125 -55 to +150 °C
Storage temperature Tste -65to +175 °C
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AVERAGE FORWARD CURRENT,(A)

PEAK FORWARD SURGE CURRENT,(A)

Chip Schottky Barrier Rectifier

Comchip

SMD Diode Specialist

RATING AND CHARACTERISTIC CURVES (CDBD620-G Thru. CDBD6100-G)

FIG.1-TYPICAL FORWARD CURRENT DERATING
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FIG.3-MAXIMUM NON-REPETITIVE FORWARD
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FIG.2-TYPICAL FORWARD
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Chip Schottky Barrier Rectifiers

Reel Taping Specification

Index hole

I

Comchip

SMD Diode Specialist
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D2 - q|--r D1 |D
Wi
Trailer Device Leader
A A N
- N ~ N
O eeeenn O O teeuens { { ....... O O eeeeren o o o
End T T3 _ T3 T Start
L oJ L oJ L oJ [ S} [Sa } )} [Sa } [ S} [ S} [ S}
10 pitches (min) | | 10 pitches (min)
| | | |
Direction of Feed
SYMBOL A B c d D D1 D2
T0-252/DPAK (mm) 6901010 | 10501010 | 270010 | 1.50£0.10 | 330.00£2.00 | 50.0 MIN. 13.0 £ 0.50
(inch) 0272:0004 | 04130004 | 0060004 | 0.059:0.004 | 1300:0.079 [ 1.969MIN. | 0512+0.020
SYMBOL E F P Po P1 T w W1
T0-252/DPAK (mm) 1.75+040 | 750+0.40 | 8001010 | 4.00£0.10 | 200:0.40 | 0.23£010 | 16.00£0.30 | 22.00t1.0
(inch) 006940004 | 02950004 | 0315:0.004 | 0457£0.004 | 00790004 | 0.009£0.004 | 0630£0.012 | 0.866 +0.039
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Chip Schottky Barrier Rectifiers

Marking Code

Part Number | Marking Code
CDBD620-G SK620Y
CDBD640-G SK640Y
CDBD650-G SK650Y
CDBD660-G SK660Y
CDBD680-G SK680Y
CDBD6100-G SK6100Y

Suggested PAD Layout

TO-252 /| DPAK
SIZE

(mm) (inch)
A 6.90 0.272
B 2.30 0.091
Cc 11.60 0.457
X1 7.00 0.276
X2 1.50 0.059
Y1 7.00 0.276
Y2 2.50 0.098

Standard Packaging

REEL PACK
Case Type REEL Reel Size
(pcs) (inch)
TO-252/DPAK 3,000 13

SMD Diode Specialist
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