¢JSUNON

[SPECIFICATION FOR APPROVA;]

CUSTOMER
DESCRIPTION AXJAL AC FAN
DIMENSIONS 172X151X51 mm
MODEL Al1175-HBL
TC
APPROVED NO
(AUTHORIZED)
APPROVED BY
b 48R
o XAREITF
o 90.5.21
Bt % i R % <
30516 'z >
< /
SP¥C. NO. A170014
: ISSUE DATE ]07.31.2000
DAWN| Yucten 5|4 cmm.\é APPD. | EDITION 1
' REVISE DATE [05.04.2001
\ E.SPEC EA17005
BEERTEROERAT \

SUNONWEALTH ELECTRIC MACHINE INDUSTRY CO., LTD.

12FL., 120 CHUNG CHENG 1ST RD.,
KAOHSIUNG, TAIWAN, R.O.C. .

TEL:886-7-7163069(41 LINES)

FAX:886-7-7163086~89




MODEL NUMBERING SYSTEM

FAN SERIES —
A:ACFAN

VOLTAGE
1:115VAC
2:220~240VAC

BINEEE

SUNON

— TERMINAL
ER‘?}%E] SIZE— T : TERMINAL
~ L :LEAD WIRE
FAN THICKNESS — — BEARING SYSTEM
3:38mm B:BALL
5:51lmm S: SLEEVE
iv
SPEED
H : HIGH
M: MIDDLE
L:LOW
o]l
t—— Thermal dutonﬁa 5. 16
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SUNON

AXITAL AC FAN
MODEL : A1175-HBL
TC
 CHARACTERISTICS ]

1. Motor Design :  Reliable Alveolate Motor Contraction.

2. Insulation Resistance :  500Megohms minimum at 500 VAC.

3. Dielectric Strength : 1500 VAC for one minute.

4. Motor Protection :  Thermal protected & Class B (II)

5. Noise Level :  Measured in a semi-anechoic chamber
with background noise level below 15
dB(A). The fan is running in free air with

; microphone at a distance of one meter
from the fan intake.

6. Air Performance :  Measured by a double chambe
are recorded when the fan speed is s
at rated voltage.

7.Tolerances :  *15% on rated power and curr
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" SUNON

| SPECIFICATIONS |

MODEL : A1175-HBL

TC

1-1. Rated Voltage : 115 VAC 50/60 Hz

1-2. Operating Voltage Range : 80-125 VAC

1-3. Starting Voltage : 80 VAC

1-4. Rated Speed : 2800/3200 RPM % 10%

1-5.  Air Delivery : 203/239 CFM

1-6. Static Pressure : 0.62/0.69 Inch-H20

1-7. Rated Current : 0.22/0.23 AMP

1-8. Input Power : 25/27 WATTS

1-9. Noise Level : 51/58 dB(A)

1-10. Direction of Rotation : Counter-clockwise viewed front fan blade

1-11. Motor Protection : Thermal Protected.

1-12. Operating Temperature : -10 to +80 Deg.C

1-13. Storage Temperature : -30 to +80 Deg.C

1-14. Bearing System : Precise ball bearing system

1-15. Weight : 908¢g

1-16. Safety : UL/CUR/CE Approvals

1-17. Vibration : Vibration of acceleration 1.5G and _qe—~~ _
Frequency 5~50~5Hz is applied i ’K[:
3 directions(X,Y,Z) for 30 minutés¥eBinit 457}
Direction at the cycle of 1 minufe. 90 § 14

1-18. Life Expectancy : 50,000 Hrs at 25C. %ﬁ-ﬁ‘
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