Distributor of Harwin Inc.: Excellent Integrated System Limited
Datasheet of D0724-01 - CONN IC DIP SOCKET 24POS GOLD
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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Harwin Inc.
D0724-01

For any questions, you can email us directly:

sales@integrated-circuit.com
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SPECIFICATIONS: _
MATERIAL: NOTES: -
MOUL.DING: 1. RECOMMENDED HOLE SIZE = @1.9@mm.
@1 = GLASS-FILLED PBT, UL84V-8, BLACK 2. STYLE REFERS TO NUMBER OF CENTRE BARS ONLY.
42 = GLASS-FILLED (PRI, UL94v-0, BLACK
CONTACT SHELL = BRA
CONTACT CLIP = BERYLLIUM COPPER
FINISH:
CONTACT SHELL: o= TiE
21 = Su TIN/LEAD OVER NICKEL PART No. g _ DM A [ DIMB | DIMC | DIM D
42 = Su 100% TIN OVER NICKEL WAYS | (SEE NOTE 2
CgNTACT CLIP = @250 GOLD OVER NICKEL v 5 ; 760 I 762 <08
ELECTRICAL: - : - : -
CURRENT RATING = | AMP 08888-XX 8 1 18.10 10.92 762 782
VOLTAGE RATING = 188V AC / 1S58V 0OC Do814-XX 14 1 1778 12.82 762 15.24
CONTACT RESISTANCE = 18 MILLIOHMS MAX = -
INSULATION RESISTANCE = 18,090 MEGOHMS MIN D@8 16-Xx 16 1 2030 1082 782 1778
DIELECTRIC STRENGTH = 1,888V AC MIN 088 18-XX 18 2 2250 18.02 752 20.32
MECHANICAL: =
ECRABICERY - 108 CYCLES D8828-XX 20 2 25.30 19.62 752 22?6
INSERTION FORCE (28.46mm GAUGE) = SN MAX £@822-XX 22 2 2780 1260 18.16 2340
WITHORAWAL FORCE (#8.46mm GAUGE) - @SN MIN 08922-XX 22 2 27.30 10.82 762 2540
ENVIRONMENT AL 08724-XX 24 2 3640 1250 12.16 2734
TEMPERATURE RANCE = -55°C TO +125°C i =00 - d =
FOR COMPLETE SPECIFICATION, SEE COMPONENT D8824-XX 24 2 38.40 17.64 15.24 2754 Ra | s {17pie8 ] g4y
SPECIFICATION CB@4XX (LATEST ISSUE) D0g24-XX 24 2 30.49 18.92 7.82 27.94 NaMe §15s.§ DATE {c/noTE
0B828-XX 28 2 3550 17.64 1524 3382 (APPROVED: ¢,
D@832-XX 32 2 49,60 17.64 15.24 38.18 CHECKED: 7 ¢ A5
ORDER CODE- OXXX-X Des3exx | 36 3 4578 | 1764 | 524 | 4318 DRAVN. 1. 17 BOURNE
XXX 08848-XX 40 3 50.80 17,64 15.24 48.26 CUSTOMER REF:
PLICH E;~—ﬁj D0948-XX 48 3 6099 17.64 15.24 5842
= = De864-XX 64 4 25.49 25,40 2286 7874 ASSEMBLY DRG:
No. OF CONTACTS
SEE TA A W‘N THIS DRAWING AND ANY TOLERANCES MATERIAL: TITLE:
FINISH ———————— EIAR (] s I S — IC SOCKET WIRE WRAP
91 - GOLD CLIP, TIN/LEAD SHELL PROPERTY OF THE HARWIN XX = *822Smm ASSEMBLY (3-LEVEL)
42 ~ GOLD CLIP, 19@% TIN SHELL p MUST NOT BE XXX = 0.1@mm —
HARWIN USA HARWIN Europe (UK) HARWIN Asia ‘DISCLOSED, LOANED. - YT
TEL: 683 883 Sa7efEL: 823 9231 44 TEL: 465 6 779 4sa9fon isim Fok mekcTLRNG, Pyt =g-almm FINISH: SEE ABOVE ORAWING NUMBER: SHT
FAX: 683 893 S3S6FAX: 823 9231 45%8fFAX: +65 6 779 38681 £S - 557 -—
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