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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Knowles
EA-21986-000

For any questions, you can email us directly:

sales@integrated-circuit.com
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I,98+£0,05
[.078x.002]
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3,99£0,02
[.157£.001]

EA-21986-000

SHT 1.1

NOTE:

I INCREASED PRESSURE AT THE SOUND INLET
CAUSES A POSITIVE GOING VOLTAGE TO
APPEAR AT THE OUTPUT TERMINAL,
RELATIVE TO THE NEGATIVE TERMINAL.

LOCATED FROM TWO SURFACES FOR CUSTOMER

CONVENIENCE. ONLY APPLICABLE FROM ONE
%,263:0,85 } SURFACE, NOT TO BE USED TOGETHER.
219,001 HORIZONTAL LOCATION FOR TERMINAL CENTERED
TO 40,17 [.007)
I, 4140, 04
0,48 [.05554 . 0015]
[.019] OUTER DIAMETER
2,2140 05 MIN IMUM
I, 1240, 12 '
ot 005) [ 0874.002] STRAIGHT
D "Ogio"zl‘T 0,64 ‘BHQ— f ,61540,065
[.043+.005] [.025] [.0635+.0025]
MAX [MUM
NEGAT IVE POSITIVE SOLDER BUILDUP
TERMINAL TERMINAL
€§?f¥§> ouTPUT
TERMINAL
NOMINAL WEIGHT
13 GRAM Revision C.O. # Implementation Date RELEASE LEVEL REVISION
DIMENSIONS IN MILLIMETERS [INCHES] AT T Active /\
SCALE: 2' DR BY DATE
KNOWLES ELECTRONICS
DO NOT SCALE DRAWING _— -
TTASCA, ILLINOIS U.S.A. " MICROPHONE | EA-21986-000 |or —c2eu
OUTLINE DRAWING SHT 1.1 GJP 6-25-10
KETTTASIZE.FRM Rev: B
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EA-21986-000

SENSITIVITY [N dB RELATIVE TO 1.0 VOLT/0.1 Pa (N/MZ)
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FREQUENCY IN HERTZ
SENSITIVITY DEVICE CONFORMITY
FREQUENCY MIN. NOM. MAX. RANGE OF DEVIATION FROM [KH:
100 - 660 - 0 40
1000 62.0 -59.0 -56.0 000 000
Av5000 T 545 o +5 4105
NOTES:

[ CASE CONNECTED TO NEGATIVE TERMINAL.
2. MICROPHONE TO BE FUNCTIONAL WITH 10 VDC SUPPLY.
3. CONFORMS TO REQUIREMENTS SHOWN ON “ELECTRET MICROPHONE ENVIRONMENTAL QUALIFICATION TEST, SHEET 2.2°.

PORT DC AMPLIFIER SENSITIVITY CHANGE ) we 6yTep NoISE| OUTPUT IMPEDANCE OHMS | CAPACITANCE 4504

ON REDUCING SUPPLY
LOCATION SUPPLY [CURRENT DRAIN 00 5v0e (1 kHz EQUIV. SPLI[ win | nom. | wax. ", 3

[ 2KP I3V 50 pA MAX. 3 dB MAX 28.5 dB MAX. 2000 3500 6000 NA NA
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