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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Bourns Inc.
PM0805G-100J

For any questions, you can email us directly:

sales@integrated-circuit.com
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0805 Multilayer Chip Inductors, General Applications

PM0805G Series

L ML || SRF ) [BOR Thik. | gpecial Features:
Part (uH) | Q Freg. | (MH2) | (Q) I,DC | Dim. A e
Number +5% | Typ | (MH2) Typ. Max. | (mA)* (mm) ¢ |SO 9001 & QS9000 Certified
PM0805G-R047J | 0.047 | 15 50 320 0.20 300 0.90 e Monolithlic construction provides high
PM0805G-R068J | 0.068 | 15 50 280 0.20 300 0.90 reliability
PMO0805G-R082J | 0.082 | 15 50 255 0.20 300 0.90
PM0805G-R10J 0.10 20 25 235 0.30 250 0.90 e High Q characteristic

PM0805G-R12J 012 | 20 25 220 0.30 250 0.90
PM0805G-R15J 015 | 20 25 200 0.40 250 0.90

¢ High frequency application

PM0805G-R18J | 0.18 | 20 25 185 | 040 | 250 0.90 * Ferrite material construction provides
PMO0805G-R22J | 0.22 | 20 25 170 | 050 | 250 0.90 il -
PMO0805G-R27J | 0.27 | 20 25 150 | 050 | 250 0.90 magne?'c shielding to reduce radiation
PM0805G-R33J | 0.33 | 20 25 145 | 055 | 250 0.90 e Operating temperature -25 to +105°C
PM0805G-R39J 039 | 25 25 135 0.65 200 0.90 e Tape & reel package
PMO0805G-R47J | 0.47 | 25 25 125 | 065 | 200 0.90 .
PM0805G-R56J | 056 | 25 | 25 115 | 075 | 150 0.90 2000/ree! (1.25 thickness)
PMO0805G-R68J | 0.68 | 25 25 105 | 0.80 | 150 0.90 4000/reel (.90 thickness)
PM0805G-R82J | 0.82 | 25 25 100 | 1.00 | 150 0.90
PMO0805G-1R0J | 1.0 | 45 10 75 0.40 50 0.90
PMO0805G-1R2J | 1.2 | 45 10 65 0.50 50 0.90 Typical Applications:
PMO0805G-1R5J | 15 | 45 10 60 0.50 50 0.90 « Small cellular ohones
PMO0805G-1R8J | 1.8 | 45 10 55 0.60 50 0.90 P
PMO0805G-2R2J | 22 | 45 10 50 0.65 30 0.90 e PDAS
PMO0805G-2R7J | 27 | 45 10 45 0.75 30 1.25 o Pagers
PMO0805G-3R3J | 33 | 45 10 41 0.80 30 1.25
PMO0805G-3R9J | 39 | 45 10 38 0.90 30 1.25 « Hand-held organizers
PMO0805G-4R7J | 47 | 45 10 35 1.00 30 1.25 - - -
PMO805G-5R6] | 56 | 45 | 4 2 | o000 | 15 | 125 | °Highfrequency wirelesscommunication
PMO0805G-6R8] | 6.8 | 45 4 29 1.00 15 1.25 devices
PMO0805G-8R2J | 82 | 45 4 26 1.10 15 1.25 « Notebook computers
PM0805G-100J 10 | 45 2 24 1.15 15 1.25 _

L(uH) e Printers

+20% * Network cards

PM0805G-120M | 12 | 45 2 | 125 | 15 1.25 . .
PM0805G-150M | 15 | 30 19 | 080 1.25 e Industrial electronics
PM0805G-180M 18 30 18 0.90 1.25 e Entertainment € ectronic devices
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PM0805G-220M 22 30 1 16 1.10 5 1.25
1 5
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PM0805G-270M 27 30 14 1.15 1.25

PM0805G-330M 33 30 13 125 1.25 Notes:
* Current to cause 20°C of temperature rise
T A ° Through Taiwan Manufacturing Facilities
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JW.Miller

MAGNETI/ICS
306 E. Alondra Blvd., Gardena, CA 90247-1059 e (310) 515-1720 ¢ FAX (310) 515-1962

www.jwmiller.com
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