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PRODUCT NO.[ 54601 X 06 XXX WP LF |

VELD AREA TELEJACK PCB SERIES TEAD FREE
NOTE -2

13.20 CAVITY NO.
[8} 9.90 PLATING «SPECIAL CODE
2-0.08) Au SELECTIVE MIN N
5.0840.05 - 0B A SELECTIVE Wi WP-WITHOUT PROJECTION
1.016TYP T-Au FLASH SELECTIVE MIN BLANK-WITH PROJECTION
8-1.274 Au SELECTIVE MIN
| N 9-0.38y Au SELECTIVE MIN
2 | 3 = NO. OF PQS CONTACTS LOADED
il 2 © BLANK-CTS. LOADED IN ALL POS.
«© by ] 001-CTS. LOADED IN 334 POS.
H Lo 002-CTS. LOADED IN 2,3,485 POS
ol 4
ool I ™~
= f he TECHNICAL SPECIFICATION:
[ | 2l = (]
i =4 1 BB
| | (A I Insulation Resistance - 500 M Ohms min.
" E L Dielectric Strength - 1000 V rms , 60 Hz
= U (R R(R(Rn Contact Resistance - 20 to 30 m Ohms. mox
f Current Rafing - 2.0 amp
2 3 I.27 > 1o Maximum Total Mating Force - 20 N
H . Retention Force Between Plug & Jack-22.5 N min.
be o [ Jo. 254]x]Y] Durability - 250 mating cycles
MATERIAL
- Housing: THERMOPLASTIC-UL94 VO BLACK
SECTION A-A Confact: 50.46 COPPER ALLOY ROUND WIRE
SCALE 41
Material:

The housing will withstand exposure to 260-265°C for
5 seconds in o wavesoldering application.Use protective
adhesive tape (Kapton or Teflon) or profective metallic device

WIRE POSITION NO. ‘ P C.B HOLE PATTERN VIEWED FROM TOP on the areas which are direcily exposed fo wave soldering

as it is used in classical leaded wave soldering.

Contact: @0.46mm Copper Alloy

2.54 TYP.
1.91 Plating:
Active zone: Gold over nickel on contact area
Termination zone : SnPb over Nickel (Leoded vesion)
Matte Tin over nickel (Lead Free version)
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| .LF Products meet European Union Directives and other country
Requlations as described in 6S-22-008
2.The Housing will withstand exposure to 260° peak femperature fo
5 sec in a wave solder applicotion with o | .6mm Min fhick circuit board
Slight deformation of snap pegs may occur at 260-265'c which will not
affect the function of the product
3.Lead Free or ROHS Directive labelling to be provided as per GS-14-920
for Lead Free version.
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*OPTIONAL-NOTE 3

2.50 SEE SPECIAL CODE
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. CONTACT WIRE SHOULD NOT TO BE EXPOSED IN _THE WELD AREA.
AND WELD FLASH NOT TO EXCEED 0.30 ABOVE [FAJ
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ALL WIRES MUST BE CONTAINED IN THE SHE £ |106-0023 | HVN|2006-05-19
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R S LF
. OPTIONAL PROJECTION ADDED TO INCREASE OVERALL HEIGHT OF CONNECTOR. & Tie9-675s Twrw 20636191 AR" | SUDH R V 2009-08-19 [Product famil 0D JACK [ Spec ref

SEE ORDERING INFORMATION.
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