Distributor of Panduit: Excellent Integrated System Limited
Datasheet of PN10-10RX-L - TERM RING EXP NYL 12-10AWG #10
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"
punnam|
L

r

ectronic components

Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit
PN10-10RX-L

For any questions, you can email us directly:

sales@integrated-circuit.com
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THIS COPY 1S PROVIDED ON A RESTRICTED BASIS AND [S NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
PANDU I T STUD DIMENSIONS  in.
PART NUMBER SI1ZE A +.03 W +.01 c +.02 M +.03 H +.01
B} .13 | .37 .33 .04 .15
PN10-BRX *6  |i2g8.70)| (9.40)|(8.38) | 23.88)| (3.81)
1.13 37 33 94 H DIA
PN10-8RX #8 : : . . <17
(28.70)| (9.401[(8.38) [123.88)| 14.32)
i .13 | .37 .33 =z .20
PNIO-10RX | #10 | 28,70 (9.40) |(8.38) | 23.88)| (5.08) _ TERMINAL
i 1 1.27 52 42 | 1.01 .27
PN1O-14RX 174" 32,2613 21)|(10.69)25.65)] (6.86)
B 1 1.27 .52 L4z | 1.01 .34
PNIO-56RX  [5/16 (32.261(13.211(10.69J(25.651(8.641 C RAD
i o 1.35 | .58 .46 | 1.06 . 40
PNIO-38RX | 3/8 (34.291(14.731(11.68J(26.92)(10.161 - P
A - — SERRATED
NOTES: . BARREL
I. UL LISTED AND CSA CERTIFIED FOR: M !
A. B00V. MAX. BLDG WIRE
(1000 V. MAX IN SIGNS, FIXTURES & LUMINAIRES), SLEEVE
B. #14-10 AWG SOLID OR STRANDED —
COPPER WIRE WITH THE CT-550 INSTALLATION TOOL. —
C. #12-10 AWG SOLID OR STRANDED
COPPER WIRE WITH THE CT-100 INSTALLATION TOOL. HOUS [ NG
D. #12 AWG SOLID OR STRANDED, AND #10 AWG STRANDED ///”47
COPPER WIRE WITH THE CT- 1550 AND CT- 1551
INSTALLATION TOOLS.
E. 221°F (105°C) MAX TEMP. RATING
2. MATERIAL:
A. STAMPING - .04" (1.02) THK COPPER, TIN PLATED 265 (6.37)
B. HOUSING - NYLON, YELLOW
C. SLEEVE - BRASS, TIN PLATED MAX. WIRE
3. STRIP LENGTH - 9/32 -+1/32 @ @ INSUL. DIA.
SEE www.ponduit.com FOR PART NUMBER SUFF IX
DESIGNATION FOR PACKAGE Sl ZE. L 1STED CERTIF 1ED
S. DIMENSIONS IN BRACKETS ARE IN MILL IMETERS >87H LR31z212
ES2164
PO we e e
#12- 10 BARREL NYLON INSULATED
RING TONGUE, .265 (6.37) MAX.
07 [s/11[sB UPDATED NOTE#4 WIRE INSULATION DIAMETER
Rev [ DATE [BY |CHK DESCRIPTION Ecn ¢ |cusT| Pm DA |CHWDCJH |SCALENONE et A41273
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