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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit
JP2HBC50R-L

For any questions, you can email us directly:

sales@integrated-circuit.com
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THIS COPY [S PROVIDED ON A RESTRICTED BASIS AND 1S NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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5.6 PANDUI T FLANGE WE [GHT
44,45 PART NO. Ilbs 10
[142.58] [(REF) ] THICKNESS (g) pcs
dadidl 0.125 - 0.25
o) JPZHBCZSR-——- | (3,18 - 6.35)
V JP2HBCSOR- ___ | 0:3125 - 0.50 3.75
B ®) (7.94 - 12.7) (1700.9)
JP2HBC75R-___ |0.5625 - 0.75
Jf% Jf' (14.29 - 19.05]
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sLoT 3.5
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NOTES: (REF)
|. SEE CURRENT PRICE SHEET FOR PART NUMBER SUFF X DESIGNATION
> FSSOEAI\C,&?EEI%FE AND PRODUﬁlLBRLg/S DIMENSIONS IN BRACKETS ARE METRIC [ mm ]
’ ANGLE BR;T\EEI-I:T'MATERIAL: PRE-GALVANIZED STEEL GO FILEWEARE | OKO16BG_DC_GB2B8BFE/O1 A
VET MA AL: ALUM | NUM
CLAMP MATERIAL: SPRING STEEL
NUT MATERIAL : PLATED STEEL @@H‘F
3. PRODUCT [S DESIGNED TO SUPPORT A MAXIMUM OF 2" (50.8)
DIAMETER BUNDLE. MAXIMUM RECOMMENDED STATIC LOAD: 30 lbs. CORP. TINLEY PARK, [LLINOIS
4, PRODUCT INCOF\"IZgRATES FEATUFF’ESTALL%_)WING USEFF’ T0 REUT\IN CABLE T PRO - 00K WiTh 360°
. Egggﬁ;; mRkleeg J-HOOK WITH TAK-TY CABLE TIES UP TO 3/4" WIDE. HAM[MJEPRZ’HOBNC BERAM CL)AMP
us logo and statement: PN o
"SUITABLEQFOR USE IN AIR HANDL ING SPACES [N ACCORDANCE WITH
SEETION 300-22 (C1 & (D) OF THE NATIONAL ELECTRIC CODE." UNLESS OTHERWISE SPECIF IED, NLESS OTHERMISE SPECIF D,
uL logo and statement: DIMENSIONAL TOLERANCES ARE:
N ACCORDANGE W1TH GANJULC S-102.2 IN SINGLE UNITS OR PAIRS, [.X] £0.05 (1.31 [.XXX] $0.010 [0.25] | - ONENSIoNs W GIven
4 £t (1220mml MIN. SPACING, FSR:=0, SDC:=20 (.XX) +0.02 (0.5) ANGLES # 5° IN INCHES, THIRD ANGLE PROJECTION.
014 10726710 APw | Dow | FEYISED DIMENSIONS. UPDATED TO GB2BBEFE | 0IA | kLN CANET JAD  [MATUL: SME - NONE
I |12/14/08] JAD INITIAL RELEASE GB26886FE | 1 M a7/04 SEE NOTE 2 FRAInG No- X
[N
REV | DATE |BY [CHk DESCRIPTION ECN - R [cusT [suP |acC KLN 652888FE size
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