Distributor of Panduit: Excellent Integrated System Limited
Datasheet of PUMS-H25-C20 - PUSH MOUNT WITH UMBRELLA
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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit
PUMS-H25-C20

For any questions, you can email us directly:

sales@integrated-circuit.com
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< Distributor of Panduit: Excellent Integrated System Limited
Datasheet of PUMS-H25-C20 - PUSH MOUNT WITH UMBRELLA

THIS COPY 15 PROVI

DED ON A RESTRICTED BASIS AND 1S NOT TO BE USED IN ANY WAY DETR

IMENTAL TO THE INTERESTS OF PANDUIT CORFPORATION.

DIMENS IONS WE IGHT
PANDUI T BUNDLE DIA MATERI AL coLor | CABLE TIE -
° ams 100
PART NO. MIN - MAX. [+a+]'8"l'Cc'|'D']'E" TYPES e pes
PUMS-H25-...20 | 0 - 30 1.5|5.2(9.8(2.0]4.6 NYLON 6/6 BLACK |M , I , S 67.8
— 14.3
-6
AT —'B NOTES:
|
$ l. SEE CURRENT PRICE SHEET FOR PART
"D’ = NUMBER SUFF IX DESIGNATION FOR
U O EEE PACKAGE SIZE, AND COLOR.
% ] " }gé;) 2. (+) DIMENSIONAL VARIANCE IS POSSIBLE DUE
e C = TO MOLDING PROCESS RELATED SINK MARKS.
i s $ 3. APPLICATION SPECIFICATION:
HOLE DIAMETER: 6.3 - 7.1 mm
| | PANEL THICKNESS: 0.3 - 6.5 mm
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PUSH MOUNT WITH UMBRELLA

Unless otherwise specified, all
dimensions are metric

ftolerance; +0.5mm
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