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SIDE VIEW OF EXPLODED ASSEMBLY
 

END VIEW OF EXPLODED ASSEMBLY
 

TOP VIEW OF ASSEMBLY
 

BOTTOM VIEW OF ASSEMBLY
 

1453K
Material: 16 ga. Steel base,  Gray color
Cover: 18 ga. Steel vented for cooling

Feet: 0.75" (19 m m ) Rubber
Screws : 18 Supplied (#6-32 X 1/4" self tap)

Screws for Feet: 4 supplied (#8-32 X 3/8" self tap)
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438.15 mm
[17.250 in]

25.40 mm
[1.000 in]

114.30 mm
[4.500 in]

406.40 mm
[16.000 in]

203.20 mm
[8.000 in]

5.07 mm
[.200 in]

379.70 mm
[14.949 in]

57.75 mm
[2.274 in] 425.45 mm

[16.750 in]

17.09 mm
[.673 in]

23.39 mm
[.921 in]

57.23 mm
[2.253 in]

1.45 mm
[.057 in]

1.22 mm
[.048 in]

254.74 mm
[10.029 in]

249.63 mm
[9.828 in]

257.18 mm
[10.125 in]

254.00 mm
[10.000 in]

n5.05 mm
[.199 in]

12.69 mm
[.500 in]

257.18 mm
[10.125 in]

222.25 mm
[8.750 in]

203.20 mm
[8.000 in]

24.18 mm
[.952 in]

113.08 mm
[4.452 in]

201.98 mm
[7.952 in]

Note:
 
Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES Format.

227.38 mm
[8.952 in]

95°

492.40 mm
[19.386 in]

495.30 mm
[19.500 in]

1453K

5.05 mm
[.199 in]

446.23 mm
[17.568 in]

4.27 mm
[.168 in]

n5.54 mm
[.218 in]

34.93 mm
[1.375 in]

n3.45 mm
[.136 in]

n3.61 mm
[.142 in]

 9X

228.60 mm
[9.000 in]

9.53 mm
[.375 in]
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