Distributor of Littelfuse : Excellent Integrated System Limited
Datasheet of 1960032000 - FUSE GLASS 32MA 250VAC 5X20MM
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com
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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Littelfuse
1960032000

For any questions, you can email us directly:

sales@integrated-circuit.com
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Rated Current 150% 210% 275% 400% 1000%
32 ... 100mA > 1h < 2min 200ms ... 10s 40ms ... 3s 10 ... 300ms
125mA ... 6.30A > 1h < 2min 600ms ... 10s 150ms ... 3s 20 ... 300ms
Permissible continuous operating current is < 100% at ambient temperature of 23°C (73.4°F).
. Voltage Drop (max)t | Power Dissipation (max): | Melting Integral (min Approvals
Rated Current / Amp Breaking 1300/ ‘IJ( ) 1500/p | (max) 1000%/ Ig (min) 2 "
Rated Voltage Code Capacity 0 X lgateq 0 X lpateq 0 X lpateq w | g
(mV) (W) (A?%s) > o
32mA / 250V 0032 5000 16 0.01 = ©
40mA/ - 0040 4000 1.6 0.011 . -
50mA/ - 0050 3500 1.6 0.019 =
63mA/ 0063 3000 16 0.035 - O
80mA/ - 0080 3000 1.6 0.052 - -
100mA/ - 0100 2500 1.6 0.075 © ©
125mA/ - 0125 2000 1.6 0.13 - -
160mA/ = 0160 1900 1.6 0.24 - .
200mA/ 0200 1500 1.6 0.3 - -
250mA/ - 0250 1300 16 0.33 > O
315mA/ - 0315 1100 1.6 1.2 - -
E O150A at - -
400mA/ 0400 2B0VAC 1000 1.6 2.4
500mA/ 0500 cos ¢ = 1.0 900 1.6 4.4 - -
630mA/ - 0630 300 1.6 7.5 - -
800mMA/ 0800 250 1.6 11 - -
1.00A/ - 1100 150 1.6 15 - .
1.25A/ = 1125 150 1.6 22 - -
1.60A/ = 1160 150 1.6 36 = =
2.00A/ = 1200 150 1.6 16 - -
250A/ - 1250 120 1.6 17 - -
3.15A/ - 1315 100 1.6 30 . -
4.00A/ - 1400 100 1.6 54 - -
5.00A/ - 1500 100 1.6 130 O O
6.30A/ = 1630 100 1.6 140 . -
1 values according to IEC 60127; WICKMANN values may be lower
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