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Amphenol Pcd
RSE116626
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RECOMMENDED MOUNTING
PANEL HOLE

RELAY

MOUNTING STUD, FIXED;
CRES, PASSIVATE.

.112-40 HEX LOCK NUT,
STEEL CAD PLATE;
TORQUE TO 4+1 LB-IN.
#4 FLAT WASHER;
STEEL, CAD PLATE.
.190-32 HEX LOCK NUT,
STEEL, CAD PLATE;
TORQUE TO 18+1 LB-IN.

#10 FLAT WASHER;
STEEL, CAD PLATE.

¥ .093 MAX THK. PANEL.

SOCKET

MOUNTING HARDWARE
INSTALLATION SEQUENCE BY ITEM NUMBER
TYP 3 PLACES

#4 FLAT WASHER;
STEEL, CAD PLATE.

.112-40 HEX LOCK NUT,
STEEL, CAD PLATE;
TORQUE TO 4£1 LB-IN.

58X SIZE 16 CONTACT

2X .112—40 UNC-2A
TP 3

.190-32 UNF-2A

TYP 3

3X FIXED STUD

.083

[

4X R.18 MAX

BX SIZE 12 CONTACT
.290

[ 245

DATE CODE

BLACK MARKING
.06 HIGH
(MARKING TYPICAL
BOTH PART NOS.)

NOTES:

1. CONFORMS TO PERFORMANCE REQUIREMENTS OF MIL—DTL—12883.

2. MATERIALS:
A. HOUSING — POLYETHERIMIDE, COLOR: BLUE-GREEN.
B. GROMMET — SILICONE ELASTOMER, 50+10 DUROMETER,
COLOR: RED.

SOCKET CONTACTS CONFORM TO PERFORMANCE REQUIREMENTS
OF SAE—AS39029, GOLD OVER NICKEL PLATE — SEE TABLE.
COMPLETE MOUNTING HARDWARE SUPPLIED AS SHOWN.
OPERATING TEMPERATURE: +125°C/-65'C CONTINUOUS.
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