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Features
W Bushing mount W RoHS compliant™
M Sealable

m Non-standard features and specifications
available

m Optional high torque feature
m Optional center tap feature

W Gangable
BOURNS’ 3500/3501 - Precision Potentiometer
Electrical Characteristics! 3500 Wirewound Element 3501 Hybritron® Element
Standard Resistance Range............ccoceviieiiiiiiiiiciciiiienee 5010 200 KOhMS .....oocviiiiiiiiicicicce, 1 K'to 200 K ohms

Total Resistance Tolerance... BE=C I /SRR ..x10 %

Independent Linearity ........ e 20.20 % o ...20.25 %
Effective Electrical Angle ..........ccccocoeviirvennennen. ....3600°+10° -0°.......... ...3600° +10°,-2°
Absolute Minimum Resistance/Minimum Voltage.................... 1 ohmor 0.1 % maximum...........cccocevecerenenns 0.2 % maximum
(whichever is greater)
NOISE ..o 100 ohms ENR maximum............cccccevineninnne Output smoothness 0.1 % max.
Dielectric Withstanding Voltage (MIL-STD-202, Method 301)
SCALEVEL....oveiii i 1,500 VAC MinNimMUM .......ooveviiieeieciieeeee e 1,500 VAC minimum
70,000 FEEL ..ot 400 VAC MiNiMUM ....ccoeeviiiinienieeieeeeneene 400 VAC minimum
Power Ratmg (Voltage Limited By Power Dissipation or 325 VAC, Whichever Is Less)
F70 CPCiiee s 2 WALS ovveeceeeeeveeesoeeeeeseeseeeseeseeseeseesseeseeeeee 2 watts
+125 °Cniieeeeeee e eOwatt . ...0 watt
Insulation Resistance (500 VDC) .... 1,000 megohms minimum ... ...1,000 megohms minimum
RESOIULION. ...ttt See recommended part NOS ..........cccvveveennen. Essentially infinite

Environmental Characteristics?

Operating Temperature Range ...........ccccvevvevencncnenienienene +1°C 10 4125 °C e +1°C to +125 °C
Storage Temperature Range .........c.cocvvveienienenininceeeeeenes =65 °C t0 +125 °C ..o -65 °C to +125 °C
Temperature Coefficient Over

Storage Temperature Range2.. .... 250 ppm/°C maximum/unit ..
Vibration .........ccocevivininiiiie i 20 G ..20G

Wiper Bounce.......... .... 0.1 millisecond maximum . ...0.1 millisecond maximum

Total Resistance Shift. wer 22 % maximum............. ...3#2 % maximum

Voltage Ratio Shift...... ... #0.1 % maximum ...20.1 % maximum
Shock.......ccocvviinnnn. ..100 G

Wiper Bounce.......... .... 0.1 millisecond maximum . ...0.1 millisecond maximum

Total Resistance Shift. v 22 % maximum............. ... 22 % maximum

Voltage Ratio Shift...... ... 20.1 % maximum.... ...20.1 % maximum
Load Life........ccoueeeenne .... 1,000 hours, 2 watts .. ...1,000 hours, 2 watts

Total Resistance Shift..... v 22 Yo MAXIMUM ..o ...25 % maximum
Rotational Life (No Load)... .. 2,000,000 shaft revolutions? ...4,000,000 shaft revolutions

...+100 ppm/°C maximum/unit

Total Resistance Shift............cccccevveeiieiiiiicece e 5 Y% MAaXiMUM ...oviiiiiiiiiee e +5 % maximum
Moisture Resistance (MIL-STD-202, Method 103, Condition B)

Total Resistance Shift.........cccccevviiiiiiiiiiiee e 22 Y% MAXIMUM ..ttt +5 % maximum
Lo 2 T=1 1 T TSSO IP B5 et IP 65

Mechanical Characteristics1

SEOP SHENGEN. ...ttt ettt e bbbt h ettt e et e e et E e ke b e et e e bt bt bt et et e n e n et eneene s 67.8 N-cm (96 0z.-in.) minimum
IMECRANICAI ANGIE ...ttt s h e e bt e bt e b e h e e et e st e st e Rt e Rt e e e e s e R e e b e e e e e s e e st e R e e e e e e e et e ne e n e e r e e e neenns 3600°+10°,-0°
Torque (Starting & Running). . 0.42 N-cm (0.6 0z.-in.) maximum

Mounting.... .170-200 N-cm (15-18 Ib.-in.) maximum

ST AT 1L {0 oYU PO PP USRI 0.05 mm (0.002 in.) T.I.R.
Lateral Runout.. ...0.13 mm (0.005 in.) T.I.R.
Shaft End Play...... ...0.13 mm (0.005 in.) T.I.R.
Shaft Radial Play........ ...0.08 mm (0.003 in.) T.I.R.
Pilot Diameter Runout 0.05 mm (0.002 in.) T.I.R.

22T (=T o PP PP PRSPPSO P PPPPON 1.0 ° maximum
L= 4 PSPPSRSO PR TRPPR Approximately 28 gm
TOIMINGIS ... e Gold-plated solder lugs or turrets (see Product Dimensions)
Soldering Condition
Manual SOIAENNG.......ccuveieeieeie e 96.5Sn/3.0Ag/0.5Cu solid wire or no-clean rosin cored wire; 370 °C (700 °F) max. for 3 seconds
Wave Soldering ..o 96.5Sn/3.0Ag/0.5Cu solder with no-clean flux; 260 °C (500 °F) max. for 5 seconds

WS PIOCESSES .....viiiieite ettt bbbt h et e e h e h e e b e e b e b e e be e he e a e e e e e e s 4o o b e e E e e b e e b e e h s eb e s E e e b e e b e e bt e h b e b et e b e b e bt bt et a e n e b b Not recommended
Marking anufacturer’s name and part number, resistance value and tolerance, linearity tolerance, wiring diagram, and date code.
Ganging (Multiple SeCtioN POtENTIOMETEIS) ........ociiiiiiieieie ettt a e bt h e bt sae e et s e et e e b e naeesae e e aneeresanesaneesneennenane 2 cups maximum
Hardware ... One lockwasher (H-37-2) and one mounting nut (H-38-2) is shipped with each potentiometer.

1At room ambient: +25 °C nominal and 50 % relative humidity nominal, except as noted.
Consult manufacturer for complete specification details.

Recommended Part Numbers

Part Number Resistance () | Resolution (%) Part Number Resistance (Q) ROHS IDENTIFIER:

35008-1-102L 1,000 030 3501H-1-102L 1,000 L = COMPLIANT

3500S-1-502L 5,000 .018 3501H-1-502L 5,000

3500S-1-103L 10,000 .019 3501H-1-103L 10,000

3500S8-2-102L 1,000 .030
’ BOLDFACE LISTINGS ARE IN STOCK AND READILY “ s )

3500S-2-502L 5,000 018 AVAILABLE THROUGH DISTRIBUTION. . Hlybrlt_ron is a registered trademarK of Boyrns, Inc.

35005-2-103L 10,000 019 RoHS Directive 2002/95/EC Jan. 27, 2003 including annex
: FOR OTHER OPTIONS CONSULT FACTORY. and RoHS Recast 2011/65/EU June 8, 2011.

Specifications are subject to change without notice.
Customers should verify actual device performance in their specific applications.



WIPER 5.46 = .76

"1
8

[

: 'l

72

,_l

electronic com |

3500/3501 - Precision Potentiometer

Distributor of Bourns Inc.: Excellent Integrated System Limited
Datasheet of 3500S-2-102 - POT 1K OHM 2W WIREWOUND LINEAR
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

Product Dimensions
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Panel Thickness Dimensions
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ADDITIONAL HOLE FOR
ANTI-ROTATION PIN

160 +.08/-.03
DIA- 7963 +.003/~001)

Anti-rotation pin hole is shown at six o'clock
position for reference only. The actual location is
determined by the customer's application. Refer
to the front view of the potentiometer to see the
location of the optional A/R pin.

Panel thickness and hole diameters are
recommended for best fit. However, customers
may adjust the dimensions to suit their specific
application.

0.127
(.005)

DIMENSIONS: —MM__
{INCHES)

TOLERANCES: =

REV. 06/12

“Hybritron” is a registered trademark of Bourns, Inc.
Specifications are subject to change without notice.

Customers should verify actual device performance in their specific applications.
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