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= Distributor of Abracon Corporation: Excellent Integrated System Limited
.~=  Datasheet of ASG2-LJ-125.000MHZ-513281 - OSC XO 125.000MHZ LVPECL SMD

Programmable — High Performance Low Jitter SMD XO
ASGz-LJ A  ESD Sensitive ®| RoHS / RoHS II Compliant

= — A 25x2.0 x 1.0 mm
Moisture Sensitivity Level (MSL) — 1
APPLICATIONS:
* LVCMOS, LVDS or LVPECL output option ¢ Networking
*+2.5V or +3.3V operation * SONET/SDH
* -40°C to +85°C standard operating temperature range * WiMax / WLAN
* Ultra low RMS lJitter: 0.5ps typical, 1.0ps max (12kHz to 20MHz BW) » Computing
* Miniature size 2.5 x 2.0 x 1.0 mm Ceramic SMT Package * Phase Locked Loops
* Short lead time * Direct Digital Synthesis (DDS)
* DSL/ADSL

* Base Terminal Stations

2 STANDARD SPECIFICATIONS:

Parameters ‘ Minimum Typical Maximum  Units ‘
Operating Temperature -40 +85 °C
Storage Temperature -55 +125 °C
Overall Frequency Stability -50 +50 ppm See Note # 1
Initial .Tolerance + Stability over 135.00 135.00 ppm
operating temperature
= 3.135 3.300 3.465 v

Supply Voltage (Vdd) Vg =3.3V

Vi =2.5V 2.375 2.500 2.625 \%

"1" (Vig> 0.7%Vdd) or Open: Oscillation

Enable/Disable Function : "0" (Vy < 0.3*Vdd) : High Z

Phase jitter RMS (12kHz to 20MHz BW) | 0.5 | 1 ps
Note #1: Inclusive of initial tolerance at 25°C£3°C, operating temperature range, input voltage variation, load variation & 15 years
aging at 25°C.
Key Electrical Specifications - LVCMOS
Parameters Minimum Typical Maximum | Units \
Frequency Range 8 200 MHz
Supply Current (Iuq) 40 mA
Output Logic Level X,Z}L{ 0.9" Vg 0.1%Vg X [=+6mA
Rise Time Tr 3 ns
Fall Time Tf 3 ns | (0710 90%
Duty Cycle 48 50 52 %
Output Load 15 pF
Key Electrical Specifications — LVDS
Parameters \ Minimum Typical Maximum
Frequency Range 8 1500 MHz
Supply Current (I44) 40 mA | Freq. dependent
Differential Output Voltage Swing 350 mV
Duty Cycle 45 55 % @1.25V
?;;e TTlinnf E 288 ps | RL=100Q/CL=10pF

Key Electrical Specifications — LVPECL

Parameters ‘ Minimum Typical Maximum
Frequency Range 8 1500 MHz
Supply Current (I44) 65 mA | Freq. dependent
. Vou Vga - 1.025 \Y .

Output Logic Level Voo Vo 1.62 v 50Q nominal load
Duty Cycle 45 55 % @Vdd-1.3V
Rise Time Tr 600 o o
Fall Time TF 600 ps | 20% 10 80%
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Programmable — High Performance Low Jitter SMD XO

ASG2-LJ A | ESD Sensitive ~ (®%)| RoHS / RoHS IT Compliant

Aza\

2.5x2.0x 1.0 mm

e TEST CIRCUIT

LVCMOS Output:
Probe . Frequency
Oscilloscope counter
VDD QO @
6 5 4
Cy =/ —_— C,
1 2 3
anD L
o 1= 10nF
NC O CL= 15pF (Inclusive of jigging and equipment capacitance)
LVDS Output:

Probe

o () o] [oumn | e
O/ |
6 5 4 Probe
® -1

1 2 3
oD O L L]
E/D Q—[ C,=10nF
R.=100Q
NC O
LVPECL Output:
. Frequency
Oscilloscope
counter
Probe Probe
— +1.3V
VDD O 1
&) I
| R,
6 5 4
\ Ci =/ C,=—/ e
1 2 3
GND O L L l
E/D O Ci=Cz=10nF
R1 = R2= 50Q
NC O
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Programmable — High Performance Low Jitter SMD XO

ASG2-LJ A ESD Sensitive  (®%)| RoHS / RoHS IT Compliant
Ao 2.5x2.0x 1.0 mm
=2 OPTIONS & PART IDENTIFICATION:
ASG2-LJ-[____ JMHz-(____ J-(]
Configuration Code
See Table below for See Table below for Blank = Bulk
available frequencies available configurations T = Tape & Reel(3k/reel)
Table of Available Configurations
Freq. Stability Operating Supply
Abracon P/N Fr((le\fl[lll_fl;cy Over Temperature Temperature Voltage OTu tput
‘ (ppm) °C) (V) YPE
ASG2-LJ-
100.000MHz- 100 +35 -40 to +85 33 LVPECL
513259
ASG2-LJ-
125.000MHz- 125 +35 -40 to +85 33 LVPECL
513280
ASG2-LJ-
125.000MHz- 125 +35 -40 to +85 2.5 LVPECL
513281
ASG2-LJ-
156.250MHz- 156.25 +35 -40 to +85 33 LVPECL
513282
ASG2-LJ-
156.250MHz- 156.25 +35 -40 to +85 2.5 LVPECL
513283
ASG2-LJ-
200.000MHz- 200 +35 -40 to +85 33 LVPECL
513284
ASG2-LJ-
212.500MHz- 212.5 +35 -40 to +85 33 LVPECL
513285
ASG2-LJ-
250.000MHz- 250 +35 -40 to +85 3.3 LVPECL
513286
ASG2-LJ-
312.500MHz- 312.5 +35 -40 to +85 33 LVPECL
513287
ASG2-LJ-
400.000MHz- 400 +35 -40 to +85 33 LVPECL
513288
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Datasheet of ASG2-LJ-125.000MHZ-513281 - OSC XO 125.000MHZ LVPECL SMD

Programmable — High Performance Low Jitter SMD XO
ASG2-LJ A ESD Sensitive ®%)| RoHS / RoHS IT Compliant

Az 25x%2.0 x 1.0 mm

o OPTIONS & PART IDENTIFICATION:

Table of Available Configurations (continued)

Freq. Stability Operating Supply
Abracon P/N Fr(le\(/][l;;:ncy Over Temperature | Temperature = Voltage 0113 trput
(MHz) (ppm) °C) V) ype
ASG2-LJ-
1000.000MHz- 1000 +35 -40 to +85 33 LVPECL
513289
ASG2-LJ-
100.000MHz- 100 +35 -40 to +85 2.5 LVDS
513290
ASG2-LJ-
125.000MHz- 125 +35 -40 to +85 2.5 LVDS
513291
ASG2-LJ-
156.250MHz- 156.25 +35 -40 to +85 2.5 LVDS
513292
ASG2-LJ-
200.000MHz- 200 +35 -40 to +85 2.5 LVDS
513293
ASG2-LJ-
212.500MHz- 2125 +35 -40 to +85 2.5 LVDS
513294
ASG2-LJ-
250.000MHz- 250 +35 -40 to +85 2.5 LVDS
513295
ASG2-LJ-
312.500MHz- 3125 +35 -40 to +85 2.5 LVDS
513296
ASG2-LJ-
400.000MHz- 400 +35 -40 to +85 2.5 LVDS
513297
ASG2-LJ-
100.000MHz- 100 +35 -40 to +85 2.5 LVCMOS
513298
ASG2-LJ-
125.000MHz- 125 +35 -40 to +85 2.5 LVCMOS
513299
ASG2-LJ-
156.250MHz- 156.25 +35 -40 to +85 2.5 LVCMOS
513300
ASG2-LJ-
200.000MHz- 200 +35 -40 to +85 2.5 LVCMOS
513301
ASG2-LJ-
1500.000MHz- 1500 +50 -40 to +85 33 LVPECL
515410 (Including 10-year aging)
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Programmable — High Performance Low Jitter SMD XO
ASG2-LJ A ESD Sensitive ®%)| RoHS / RoHS Il Compliant

Aza\

2.5x2.0x 1.0 mm

= OUTLINE DIMENSION:

Top View

Recommended Land Pattern

1.925

| =—2.540.2——=

~
Fa

2.0£0.2
11| © l
b = 0.775 (x6)
Bottom View ' 0.480 (x6)
——1.925——]
l . Pin Description
0.69 Pin #
' LVCMOS LVDS/LVPECL
1 Output Enable (OE)
0.625 (x5) 2 No Connect (N/C)
l 3 GND
—1 |=—0.425 4 RF Output
Side View 5 No Connect (N/C) Complimentary Output
6 Vdd
l 1 +
1.0 Max.
* Dimensions: mm
PARECOMMENDED REFLOW PROFILE
Temperature Peak Temp. 260°C 1.2
20~40 sec

RAMP UP
= 3*Clsec

217°C RAMP DOWN
200°C =< 6°Clsec
150°C

Pre-Heating Reflow
60~180 sec 60~150 sec

100°C

= 30sec Time

= 3b60sec
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Programmable — High Performance Low Jitter SMD XO

ASG2-LJ A | ESD Sensitive ~ (®%)| RoHS / RoHS IT Compliant

Az 25x%2.0 x 1.0 mm

= TAPE & REEL:

T= Tape and reel (3,000pcs/reel)

-~ 4.00 —~ @1.5070:10

-0.00
2.00:0.05 /7 [PINT - 6100025 0.252002 ”‘ l*
/
w0 | dR ) jO B
t \ | |

5504010 2.90 ——i | _@ _
l

@

4.00

EIAJ-R
NP

@13.0

Dimensions: mm

ATTENTION: Abracon Corporation’s products are COTS — Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automotive
Applications. Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependant Medical applications or any application requiring high

reliability where component failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating environ-
ment, written consent and authorization from Abracon Corporation is required. Please contact Abracon Corporation for more information.
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