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THIS DOCUMENT CONTAINS DATA PROPRIETARY TO REVISION HISTORY
SPECIFICATIONS REPRODUCTION, IN ANY PORM, WTHOUT prioR | LTR | DESCRIPTION [ DATE_|APPROVED
PARAMETERS VALUES UNITS WRITTEN "E”;'JESI‘%’L%:";?T]ESVS UNLIMITED, - RELEASED FROM ENGINEERING 12014/06/30]
RATED VOLTAGE 15 Vp-p ©2003, Projects Unimited Inc.
OPERATING VOLTAGE RANGE 1~2 Vp-p
RATED CURRENT (MAX) 20 mA
COIL RESISTANCE 50 +5 OHM
MINIMUM SPL @ 10 CM 80 dBA
RESONANT FREQUENCY 2,048 + 500 Hz
OPERATING TEMPERATURE -20 ~ +60 °C
STORAGE TEMPERATURE -30 ~ +70 °C
HOUSING MATERIAL PPO -
Au PLATED
TERMINAL MATERIAL BRASS
WEIGHT 2 grams
le—55 Fis.s +0.2
B1240.2 SOUND -
EMISSION HOLE
6.5+0.2
—@0.6% 0.2
[
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1. ALL DIMENSIONS ARE IN MILLIMETERS. AP UROHAGE ot B T D Designedby] _ Date [ Checkedby [ Date  [Approvedby] Date | Drawn Date

weowoue meruamoress [ g7 | 3D, | 6/30/2014] C.w. [6/30/2014] B.R. [ 6/30/2014] 6/30/2014
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‘TOLERANCES ARE 0.5 AND

ANGLES ARE 3°. Edition Sheet

3. THIS PART IS RoHS 2011/65/EU COMPLIANT. AT-1220TT-B-Ridw AUV nd Transducer (Electro-Mech) | . | 1/:

! ! LP ! !

2 A NG S UBIECT TO CHANGE OR WITHDRAWL R | A ul AT-1220-TT-8-R
udio ...



http://www.tcpdf.org
http://www.tcpdf.org

