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Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Lumex, Inc.
LDS-C415RlI
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sales@integrated-circuit.com
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DATE REVISIONS REV DRAWING NUMBER REV
LDS—C415RI
ELECTRO—OFTICAL CHARACTERISTICS Ty =25C  ls=10mA
PIN 1 PIN 14 PARAMETER MIN TYP MAX UNITS TEST COND
2,54 [0.100] PEAK WAVELENGTH 700 (RED) nm
[ r FORWARD VOLTAGE 2.0 2.5 V¢
REVERSE VOLTAGE 5.0 vV, Ir=100pA
+ -7, AXIAL INTENSITY 600 ped ly=10mA
7 EMITTED COLOR: RED
! FONT COLOR: GREY
19,00 [0.7481 . 1524 [0600] SEGMENT COLOR: WHITE DIFFUSED
+
O +O LIMITS DOF SAFE OPERATION AT 25'C PER CHIP
/ AN
PARAMETER MAX UNITS
PIN 7 PIN 8 PEAK FORWARD CURRENT* 150 mA
STEADY CURRENT 30 mA
POWER DISSIPATION 105 mw
DERATE FRQM 25°C -1.2 mw/-C
OPERATING, STORAGE TEMP. —40 TO +85 €
“ 1260 [0.456] [' SOLDERING TEMP. +260 C
2.0mm FROM BADY 3 SEC. MAX
DIGIT_DETAIL
f * t<10MS
7.80 [0.3071
|
REUABILMY NOTE
4.30£0.73 B OUR MANY YEARS OF EXPERIENCE DATA ACCUMULATION INDICATE
(0177400301 THAT SOLDER HEAT IS A MAIOR CAUSE OF EARLY AND FUTURE
L i 10.92 [0.4301 FAILURE. PLEASE PAY ATIENTION TO YOUR SOLDERING PROCESS. @
©0.45 [0.018] —] £ c
‘ 290 E. HELLEN ROAD
7.62 [0.300] - L - o =, PALATINE. ILLINOIS 60067
LDP RDP (847) 359-2790

3,14

COMMON CATHODE

Al B8] c %%F ¢ [RoF|LOP
1310 8 7

NO PIN 4,

5 & 12

UNLESS OTHERWISE SPECIFIED TOLERANCE IS +.25mm (£0.0107)

JD

INCORPORNTIED

CONFIDENTIAL INFORMATION

THE_INFORMATICN CONTAINED IN THIE DOGUMENT IS THE FROPERTY OF LIJMEX INCDRPORATE [
EXCEPT AS SPECFICALLY AUTHORIZED IN WRITING BY LUMEX RPORATED, THE HOLDER QF

THS DOCUMENT SHALL KEEP ALL INFORMATION CONTAINED VEEN (:DNFIJEN“AI. AND SHALL PROTECT
SAME N WHOLE OR IN PART FRON DISGLOSURE AND DISSEMNATION TG ALL THIRD

DATE: 10-30—-97 DWN: CHK’D: APPD:
SCALE: N/A
0.43" SINGLE DIGIT, SEVEN SEGMENT DISPLAY, 700nm RED,
GREY FONT/WHITE SEGMENTS, COMMON CATHODE.
DRAMNG NUMBER REV
PAGE 1 OF 1 LDS—C415RI
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