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Technical specification :
29 26
| | B - Rated voltage: 24V AC/DC
Current rating: 4 A at40cC
[ ) a g IEC 60512-5-2 5b
7o) Y Pollution degree: 3/2
< 3 IEC 60664-1
N A
Degree of protection: IP 67, in mated
N~ IEC 60529 condition
< Y
Temperature range: -25C ... +80C
IEC 60664-1
Mating cycles: >50
¢ <¢12'4 DIN EN 175301-803
x >~ Materials:
Contact: CuZn
o D
3 o B Contact plating: Nickel, stannous plated
+
| Contact carrier: PA GF, UL 94
Moulding body: TPU, UL 94,
Y ‘ transparent
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Part no: Description: Length L:| Cable:
55-00081 | SAL-A-V2PEG-0-124-2/H2 2m
Contact assignment: 55-00004 | SAL-A-V2PEG-0-124-3/H2 3m PUR/PVC,
black, 3x0,5mm?2
55-00005 | SAL-A-V2PEG-0-124-5/H2 5m Cable: 781-H25300
. e
) 1 55-00039 | SAL-A-V2PEG-0-124-10/H2 10m
rown
- 1 55-00082 | SAL-A-V2PEG-0-124-2/A2 2m
55-00083 | SAL-A-V2PEG-0-124-3/A2 3m PVC,
black, 3x0,5mm?2
. 55-00048 | SAL-A-V2PEG-0-124-5/A2 5m Cable: -
blue | AVAN AN 55-00084 | SAL - A-V2PEG -0 -124-10/A2 10m
) o 55-00093 | SAL-A-V2PEG-0-124-2/K1/075 2m
¢ .
55-00043 | SAL-A-V2PEG-0-124-3/K1/075 3m TPU, UL 20549,
black, 3x0,75mm?2
green-yellow P— 55-00094 | SAL-A-V2PEG-0-124-5/K1/075 5m Cable: 781-K17300
—( =
55-00044 | SAL-A-V2PEG-0-124-10/K1/075| 10m
55-00095 | SAL-A-V2PEG-0-124-2/A3/075 2m
55-00096 | SAL-A-V2PEG-0-124-3/A3/075 3m PVC, UL 2464,
grey, 3x0,75mm?2
55-00097 | SAL-A-V2PEG-0-124-5/A3/075 5m Cable: 781-A37300
see data sheet cable 55-00098 | SAL - A-V2PEG-0-124-10/A3/075| 10m
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