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Excellent Integrated System Limited
Stocking Distributor

Click to view price, real time Inventory, Delivery & Lifecycle Information:

TE Connectivity Alcoswitch Switches
FSM7J

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Tyco-Electronics-Alcoswitch.html
http://www.integrated-circuit.com/manufacturers/Tyco-Electronics-Alcoswitch.html
http://www.integrated-circuit.com/tag/FSM7J.html
http://www.integrated-circuit.com/tag/FSM7J.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

|

Distributor of TE Connectivity Alcoswitch Switches: Excellent Integrated System Limited
Datasheet of FSM7J - SWITCH TACTILE SPST-NO 0.05A 24V
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

T
7

electronic components

FSMJ %nes Micro Miniature Vertical Pushbuttons
with Tactile Feel & ESD Grounding Terminal

MATERIAL SPECIFICATIONS: TYPICAL PERFORMANCE CHARACTERISTICS:
(00091 o: SN Copper aloy, silver plate Contact Rating ........c.oeeeeeenes 50 mA @ 12VDC

(075 Polyamide Initial Contact Resistance........100 Millichms max.

Actuator Button .. Polyacetal Resin Insulation Resistance .............. 100 Megohms min. @ 100VDC

Frame ............ Copper dloy, tin plate Dielectric Strength ..... 250 VAC
Terminas Copper dloy, silver plate Actuation Force ......cooeeenvunne 160 GramsAVG (STD.)
Actuator Travel ......ccoevevenvvnnns 012" (0,3)
ENVIRONMENTAL SPECIFICATIONS Electrostatic Discharge
Operating Temperature............ -4°F to +158°F (-20°C to + 70°C) w/ESD Ground Termind ........ 5Kv w/no discharge
Storage Temperature........ -22°F to +176°F (-30°C to +80°C) Life Expectancy ......ccoveevevnens 100,000 Cycles
Solder Heat Resistance............ See Page M6
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le—236 —- VeSO rermtar A B Color
(5.99) FSVM1J 028" 10,70y | -169"(2,30) Bfack
FSM 3) 055" (1,40 | .196" (5,00) Black
: FSM 5 134" (340) | .276" (7,00) Blue
(-3128) : FSM 7J 232" (590) | .374" (9,50) Black
' FSM 9J 146" (370) | .287" (7,30) Ivory
FSM 11J 173" (4,40) | 315" (8,00) White
FSM 13] 370" (9,40) | 512" (13,00) Black
FSM 15J 527" (1340) | .669" (17,00) Black
FSM 17J 193" (490) | 335" (8,51) Black
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TERMINAL 236 (3.60) 7+ ’ [—FSM2J7 028" (0, 70) 169"4,30) Btack
< (5.99) > FSM 4 055" (1,40 | .196" (5,00) Black
= e A ;\Ju FSM 6] 134" (340) | 276" (7,00) Blue
T ' 4 FSM 8] 232" (590) | .374" (9,50) Black
236 SN 311 FSM 10J 146" (370) | .287" (7,30) Ivory
699 — (.3128) 729 FSM 12] 173" (4,40) | 315" (8,00) White
HF O . v FSM 14] 370" (9,40) | 512" (13,00) Black
= = J FSM 16J 527" (1340) | .669" (17,00) Black
012 FSM 18] 193" (490) | 335" (8,51) Black
(0.30)
PART NUMBERING SEQUENCE
Actuator Actuator
Mode Length Temp. Force
SEE ABOVE BLANK= STD. BLANK= 160g STD.
H=High TEMP. A=260¢g
ACTUATOR OFT. AA=520¢g
1-8 ONLY L=100g
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