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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

CW Industries
C1DXG-1436M

For any questions, you can email us directly:

sales@integrated-circuit.com
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DIMENSIONS IN INCHES (MILLIMETERS) Owg. No.
DO NOT SCALE DRAWING ............ Cm_217_xx_0000
100 +.003 NOTES:
(‘2_54 :;_.08) 1. Dimensions are in inches; dimensions in ( ) are in millimeters.
| | | 2. Metric equivalents are given for general information only, and
are based upon 1.00 inches equals (25.4) millimeters.
. @@@@@ 3. Unless otherwise specified, tolerance are +.005 (+.13) for three
(6.1) @@@@ place decimals, and *.01 (£.3) for two place decimals.
& I T .X — 4. Polarization rib slot (RS—2) omitted in size 10 and 14 connectors.
—. S ERIALS:
RS—1 SEE NOTE 4 RS-2 12050410(?;) TYP. MATERIA
(2 ' PLASTIC PARTS — UL94V-0 Flame Retardant Thermoplastic.
"A” cont. noses on (-100)ctrsA COLOR - Blue.
2.54
wAn £.010 CONTACTS — Phosphor Bronze Standard.
C (i 25) CONTACT PLATING — .000010 Gold over .000050 Nickel, Standard.
No. 1 contact position STRAIN RELIEF COVER — Plastic coated (blue) no. 301 Stainless Steel.
OPERATING STANDARDS:
.030 £.002 vP BASE PERATIN 1A
(.76 £.05) . TEMPERATURE RATING — 125°C.
CONTACT RATING — 1 ampere.
+ DIELECTRIC STRENGTH — Over 500 v.d.c. at sea level.
A I CONDUCTORS ACCEPTED — 28-30 AWG solid or stranded.
CONNECTOR DIMENSIONS
531 o
(13.5) consy A| B C|D
POSITION o 10 .400 | 515 [ 677 | .690
682 572 (10.16) |(13.08)(17.20)|(17.53)
5 2 5 14. .600 | .715 | .877 | .890
(17.3) (14.5) 14 (15.24)|(18.16) |(22.28)|(22.61)
OPEN " Y v 6 |70 &5 | 977 930
POSITION y, \i‘: 1 (17.78)|(20.70)|(24.82)| (25.15)
7 A .800 [ 1.015 [ 1.177 [ 1.190
& ¥ 3, SR 20 |(22.86))(25.78)|(29.50)|(30.23)
1.200 [ 1.315 | 1.477 | 1.490
l———"B" CABLE SLOT COVER 26 |(30.48)|(35.40) (37.52)|(37.85)
1. 1.715 | 1.877 | 1.890
+.015 34 (40.84)|(43.56)|(47.68)|(48.01)
¢ »p» —005 METAL S/R 40 |99 | 2015 [ 2177 | 2190
( +.38) (48.26)|(51.18) |(55.30)|(55.63)
-3

50 |5098)|(83.58)| (5500|5833
CU STOM ER DWG. 2.900 | 3.015 | 3.177 | 3.1

90
60 |(73.668)|(76.58)|(80.70)|(81.03)
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e INDUSTRIES ™= SOCKET CONNECTOR

THIS DRAWING AND ITS ATTACHMENTS, IF ANY, ARE Southampton, Pa. 18966 100" x .100" CENTERS
EEsLTE L | | |t e (S SRR T
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