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Lampensockel nach DIN EN 60061-1: W2 x 4,6d / Lamp base in accordance to DIN EN 60061-1: W2 x 4,6d

Elektrische und optische Daten sind bei einer Umgebungstemperatur von 25°C gemessen.
Electrical and optical data are measured at an ambient temperature of 25°C.

Bestell-Nr. Farbe Spannung Strom Lichtstéarke Dom. Wellenldnge
Part No. Colour Voltage Current Lumi. Intensity Dom. Wavelength
1511A25UR3 Red 12V AC/DC 6mA / 12mA 280mcd 630nm
1511A25UG3 Green 12V AC/DC 6mA / 12mA 1800mcd 525nm
1511A25UY3 Yellow 12V AC/DC 6mA / 12mA 240mcd 587nm
1511A25B3 Blue 12V AC/DC 6mA / 12mA 560mcd 470nm
1511A25W3 White Clear 12V AC/DC 6mA / 12mA 1200mcd x=0,31/y=0,32
1511A25W3D White Diffuse 12V AC/DC 6mA / 12mA 600mcd x=0,31/y=0,32

Lichtstarkedaten der verwendeten Leuchtdioden bei DC / Luminous intensity data of the used LEDs at DC

Lagertemperatur / Storage temperature -25°C - +80°C
Umgebur

StarLEDs
T1% (5mm) WB with half wave rectifier
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