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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Murata Electronics North America
PRF18AR4710B5RB

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Murata-Electronics.html
http://www.integrated-circuit.com/manufacturers/Murata-Electronics.html
http://www.integrated-circuit.com/tag/PRF18AR471QB5RB.html
http://www.integrated-circuit.com/tag/PRF18AR471QB5RB.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

punnnm|

Distributor of Murata Electronics North America: Excellent Integrated System Limited
Datasheet of PRF18AR4710QB5RB - THERMISTOR PTC 470 OHM 135C SMD
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"I

|

IOL

.f
72

.,..,,
3 'm"..lf

electronic com

@ Part Numbering

PTC Thermistors (POSISTOR®) for Overheat Sensing Chip Type

(Part Number) @

O 66 0 6 60 O

©Product ID @Resistance
Product ID Expressed by three figures. The unit is ohm (Q). The first and
PR PTC Thermistors Chip Type second figures are significant digit_s, and the third figu_re
expresses the number of zeros which follow the two figures.
@series Ex. Code Resistance
Code Series 471 470Q
F for Overheat Sensing
OResistance Tolerance
©Dimensions (LXW) Code Resistance Tolerance | Sensing Temp. Tolerance
Code Dimensions (L XW) Q Special Tolerance +5°C
15 1.00X0.50mm R Special Tolerance +3°C
18 1.60X0.80mm
21 2.00X1.25mm @Individual Specifications
Ex. Code Individual Specifications
OTemperature Characteristics B5 Structure, others
Code Temperature Characteristics
AR Curie Point 120°C O@Packaging
AS Curie Point 130°C Code Packaging
BA Curie Point 110°C RA Embossed Taping (4mm Pitch) (4000 pcs.)
BB Curie Point 100°C RB Paper Taping (4mm Pitch) (4000 pcs.)
BC Curie Point 90°C RC Paper Taping (2mm Pitch) (10000 pcs.)
BD Curie Point 80°C
BE Curie Point 70°C
BF Curie Point 60°C
BG Curie Point 50°C
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