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UMSeries 0603 Open Construction
Wirewound Surface Mount Inductors

Physical Parameters
Inches             Millimeters

A 0.071 Max. 1.80  Max.
B 0.045 Max. 1.14  Max.
C 0.040 Max. 1.02  Max.
D 0.030 (Ref. only) 0.76 (Ref. only)
E 0.018 (Ref. only) 0.44 (Ref. only)
F 0.040 (Ref. only) 1.03 (Ref. only)
G 0.040 1.03
H 0.025 0.64
I 0.025 0.64

Operating Temperature Range  –40°C to +125°C

Standard Termination 90/10 Solder

Inductance and Q tested on HP4291A using
HP16193A test fixture

Packaging  Tape & reel (8mm): 7" reel,
4000 pieces max.
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LAND PATTERN
DIMENSIONS

SEREIS 0603 CERAMIC CORE
0603-1N6K
0603-1N8K
0603-3N3K
0603-3N6K
0603-3N9K
0603-4N3K
0603-4N7K
0603-5N1K
0603-5N6K
0603-6N8K
0603-7N5K
0603-8N2K
0603-8N7K
0603-9N5K
0603-10NK
0603-11NK
0603-12NK
0603-15NK
0603-16NK
0603-18NK
0603-22NK
0603-24NK
0603-27NK
0603-30NK
0603-33NK
0603-36NK
0603-39NK
0603-43NK
0603-47NK
0603-56NK
0603-68NK
0603-72NK
0603-82NK
0603-101K
0603-111K
0603-121K
0603-151K
0603-181K
0603-221K
0603-271K

Optional Tolerances:  9.5nH & Lower J = 5%
All Other Values: J = 5%   G = 2%

Powered by TCPDF (www.tcpdf.org)Powered by TCPDF (www.tcpdf.org)

                               2 / 2                               2 / 2

http://www.tcpdf.org
http://www.tcpdf.org

