Distributor of API Delevan: Excellent Integrated System Limited
Datasheet of 4307-125K - FIXED IND 1.2MH 115MA 22.1 OHM
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com
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Excellent Integrated System Limited

Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

API Delevan
4307-125K

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Api-Delevan.html
http://www.integrated-circuit.com/manufacturers/Api-Delevan.html
http://www.integrated-circuit.com/tag/4307-125K.html
http://www.integrated-circuit.com/tag/4307-125K.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

|
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Molded Shielded RF Coils N T T N

25K | 1200 = 50 | 0250 @ 3.00 & 221 115 | 35
455K | 1500 = 50 | 0.250 @ 280 | 265 110 | 33
185K | 1800 = 50 | 0.250 = 260 | 299 = 105 | 30
225K 2200 50 0250 240 338 99 27
275K 2700 50 0250 220 473 83 25
335K 3300 50 0250 200 530 80 22
395K | 3900 = 50 | 0250 @ 190 | 738 & 67 | 20
475K | 4700 50 | 0250 @ 170 | 816 = 63 | 19
565K | 5600 @ 50 | 0250 @ 160 | 989 = 56 | 17
685K 6800 50 0250 140  111.0 54 16
825K 8200 50 0250 120 1190 52 15
106K 10000 50 0250 1.00  137.0 49 14

Actual Size

/,// -126K | 12000 30 0.079 0.80 143.0 46 13
7 -156K | 15000 30 0.079 0.60 157.0 45 12
4

7 |<_ DIA'_.I -186K | 18000 30 0.079 0.55 225.0 41 10

& -226K 22000 27 0.079 0.50 274.0 33 9

-276K 27000 27 0.079 0.40 308.0 31 8
% =\ -336K 33000 27 0.079 0.40 343.0 29 7.5

LEAD
SIZE LEAD
« LENGTH ™ LENGTH Optional Tolerances: J =5% H=3%
*Complete part # must include series # PLUS the dash #
Test Methods MIL-PRF-15305 test methods only. For surface finish information, refer to www.delevanfinishes.com

MS75089-24 to MS75089-40, reference;

MS90537-50 to MS90537-66, reference.
Packaging Tape & reel: 12" reel, 2500 pieces max.; 14" reel,

3000 pieces max.
Made in the U.S.A.

Mechanical Configuration Units are axial leaded,
encapsulated in an epoxy molded case. Core and sleeve
are both of ferrite material.

Physical Parameters

Inches Millimeters
Length 0.427t00.447 10.85t011.35
Diameter 0.1771t00.197  4.496 to 5.004
Lead Size
AWG #22 TCW  0.0231t00.027  0.584 to 0.686
Lead Length 1.320t0 1.560  33.53 to 39.62

Current Rating at 90°C Ambient 35°C Rise
Operating Temperature —55°C to +125°C
Power Dissipation at 90°C 0.385 W
Coupling 3% Max.

** Note Incremental Current is the D.C. current required to
decrease the inductance a maximum of 5%.

Marking DELEVAN; inductance with units and tolerance;
date code (YYWWL). Note: An R before the date code
indicates a RoHS component.

Example: 4307-336J

Front: Reverse:
DELEVAN 33mH+5%
33mH+5% 0839A
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APl Delevan’

1/2009


http://www.tcpdf.org
http://www.tcpdf.org

