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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Eaton (formerly Cooper Bussmann
UP2T-100-R

For any questions, you can email us directly:

sales@integrated-circuit.com
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UniPac2T (UP2T) Family Table
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Part Number Rated I nductance (uH) OCL nominal +/-20% (uH) lrms Amperes Isat Amperes Peak DCR (Q) max.
for approximately a AT of | for approximately 10% rolloff. @ 20°C.
40°C. @ an ambient
temperature of 85°C

UP2T-R47 470 595 10.6 114 0064
UP2T-1R0O 10 1.00 9.3 99 0074
UP2T-1R5 15 1.46 83 79 0096
UP2T-2R2 22 2.56 7.2 6.1 0132
UP2T-3R3 33 323 6.5 51 0141
UP2T-4R7 47 477 55 42 0182
UP2T-6R8 6.8 6.63 50 3.6 0222
UP2T-100 10.0 973 43 33 0280
UP2T-150 15.0 15.43 35 24 .0450
UP2T-220 22.0 22.50 2.8 2.0 0647
UP2T-330 33.0 3313 2.1 17 0917
UP2T-470 47.0 48.65 17 14 1388
UP2T-680 68.0 68.17 15 12 1787
UP2T-101 100.0 102.60 12 .95 2707
UP2T-151 150.0 152.70 1.0 78 3915
UP2T-221 220.0 24040 75 61 7088
UP2T-331 330.0 324.70 68 53 8783
UP2T-471 470.0 470.60 55 44 1.13

OCL (Open Circuit Inductance)

Test parameters: 100KHz,

.25V rms, 0.0Adc.

Part number definition:
First 4 characters= Product code and size.
Last 3 characters=Inductancein yH. R=decimal point.
If no R ispresent third character = # of zeros.

COILTRONICS, INCORPORATED
6000 Park of Commerce Blvd, Boca Raton, FL 33487

UniPac2T (UP2T) Thru HoleInductor Line
9.9 mm max height.
FAMILY TABLE.
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