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Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Panduit

ABMT-A-Q

For any questions, you can email us directly:

sales@integrated-circuit.com
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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
PANDUIT WEIGHT
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Adhesive Backing: Pressure Sensitive
Adggslve FgumtTopeIQ.O4" (&.Omg) théck g = =
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to support 0.38 1bs. (173.5g) max weight SCALE: FULL
on a clean, dry, smooth, grease free surPcce.
DIMENSIONS IN BRACKETS ARE METRIC [mm )
NOTES: T 602471CB_PB_ABMT_O1
1. SEE CURRENT PRICE SHEET FOR PART NUMBER SUFFIX
DESIGNATION FOR PACKAGE SIZE AND COLOR. @@]W
CORP. TINLEY PARK, ILLINOIS
2. -A_SUFFIX REPRESENTS RUBBER ADHESIVE
-AT SUFFIX REPRESENTS ACRYLIC ADHESIVE ADHESIVE BACKED "TAK-TY"™ MOUNT
-S6 SUFFIX, NO ADHESIVE: SCREW APPLIED (ABMT-__-_)
WITH A #6-32 BUTTON HEAD CAP SCREW.
3. ABMT-A HAS A MAXIMUM CONTINUOUS OPERATING DIVENSIONAL TOLERANGES ARE: o ————
TEMPERATURE OF 120°F (49°C). IXI £0.05 (1.3) (XXX) £0.010 £0.25)
ABMT-AT HAS A MAXIMUM CONTINUOUS OPERATING -XX) $0.02 10.5) ANGLES ¢ 5° 4 N, WD HILE FROCTION.
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