Distributor of Diodes Incorporated: Excellent Integrated System Limited
Datasheet of FMMTAL14TA - TRANS NPN DARL 40V 0.3A SOT23-3
Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

"
punnam|
L

-

ectronic components

Excellent Integrated System Limited
Stocking Distributor
Click to view price, real time Inventory, Delivery & Lifecycle Information:

Diodes Incorporated
FMMTA14TA

For any questions, you can email us directly:

sales@integrated-circuit.com


http://www.integrated-circuit.com/manufacturers/Diodes.html
http://www.integrated-circuit.com/manufacturers/Diodes.html
http://www.integrated-circuit.com/tag/FMMTA14TA.html
http://www.integrated-circuit.com/tag/FMMTA14TA.html
mailto:sales@integrated-circuit.com
mailto:sales@integrated-circuit.com

Distributor of Diodes Incorporated: Excellent Integrated System Limited
Datasheet of FMMTA14TA - TRANS NPN DARL 40V 0.3A SOT23-3
=" Contact us: sales@integrated-circuit.com Website: www.integrated-circuit.com

FMMTAL2 Not Recommended for New
Design Please Use FMMTA14
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SOT23 NPN SILICON PLANAR FMM¥Q1%
DARLINGTON TRANSISTORS FMMT A} 4
ISSUE 4 - DECEMBER 1996
COMPLEMENTARY TYPES - FMMTA12 - NONE
FMMTA13 - FMMTAG3
FMMTA14 - FMMTAG4
PARTMARKING DETAILS - FMMTA12 - 3W
FMMTA13 - 1M
FMMTA14 - 1N
ABSOLUTE MAXIMUM RATINGS.
PARAMETER SYMBOL FMMTA12 | FMMTA13/14 | UNIT
Collector-Base Voltage Veeo 40 Vv
Collector-Emitter Voltage Vceo 40 \Y
Collector-Emitter Voltage Veces 20 40 Vv
Emitter-Base Voltage VEgo 10 \Y
Continuous Collector Current lc 300 mA
Power Dissipation at T,,,;=25°C Piot 330 mW
Operating and Storage Temperature Range | T;iTgyq -65 to +150 °C
ELECTRICAL CHARACTERISTICS (at Tymp = 25°C).
PARAMETER SYMBOL | MIN. | MAX. | UNIT | CONDITIONS.
Collector-Emitter ~ FMMTA12 V(BRriCES 20 \ |c=100pA, Ig=0*
Breakdown Voltage FMMTA13/14 40 \ lc=100pA, 1g=0*%
Collector Cut-Off FMMTA12 lces 100 nA Vep=15V, Vge=0
Current
Collector Cut-Off FMMTA12 lceo 100 nA V=15V, 1g=0
Current FMMTA13/14 100 nA V=30V, =0
Emitter Cut-Off Current lego 100 nA Veg=10V, =0
Static Forward FMMTA12 hee 20K lc=10mA, Vg=5V*
Current Transfer ~ FMMTA13 5K lc=10mA, Ve=bV*
Ratio FMMTA13 10K lc=100mA, Vg=5V*
FMMTA14 10K lc=10mA, Ve=5V*
FMMTA14 20K lc=100mA, Vg=5V*
Collector-Emitter ~ FMMTA12 VeE(sat) 1.0 \ l=10mA, [z=0.01TmA
Saturation Voltage FMMTA13/14 0.9 \" lc=100mA, 1g=0.1TmA
Base-Emitter FMMTA12 VBE(on) 1.4 \" lc=10mA, Ve=5V*
On Voltage FMMTA13/14 2.0 \ lc=100mA,Vg=bV*

*Measured under pulsed conditions. Pulse width =300us. Duty cycle < 2%

Spice parameter data is available upon request for these devices

For typical graphs see FMMT38A datasheet
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